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Page 1 of 4MATERIAL SAFETY DATA SHEET

01/01/07

HMIS RATINGS:
Health: 2
Flammability: 4
Reactivity: 0
Personal Protection: G

Section 1:  CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

Trade Name:
Chemical Family:
Company Identification:

Emergency Phone:
Date Prepared:
MSDS Number:
Mfgd By:

ABC COMPOUNDING CO. OF TEXAS,
1102 Avenue J East

Grand Prarie, TX 75050

ABC COMPOUNDING CO. OF
1102 Avenue J East

Grand Prarie, TX 75050

800-535-5053

4152

SPRAYTECH DASH VENT MAGIC
Aerosol

Section 2: COMPOSITION, INFORMATION ON INGREDIENTS

CAS          CHEMICAL          % BY     OSHA PEL/    SARA          SARA       STATE     CERCLA
NUMBER       NAME              WGHT.    ACGIH TLV    302/304(1)*   313 (2)*   INFO(3)(4)  RQ
142-82-5     Heptane           < 45     50 ppm /      NO            NO         NO
                                        50 ppm
67-64-1      Acetone           < 30     500 ppm       NO            NO         NO        5000 lbs

-            Propellent Mixture         -        -             -             -          -
74-98-6      Propane                    -        1000 ppm      NO            NO         NO
106-97-8     N-Butane                   -        600 ppm       NO            NO         NO

* See Section 15 for more information              n/e = none established - n/a = not applicable

Section 3: HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW

               DANGER. Extremely flammable. Contents under pressure. Harmful or
               fatal if swallowed. Aspiration hazard if swallowed. Vapor harmful.
               Keep away from heat and flame. Can cause nervous system depression.

          Primary Route of Entry: Skin contact, inhalation

          Acute/Potential Health Effects:

          EYES: May cause mild eye irritation. Symptoms include stinging, tearing and redness.

          SKIN: May cause mild skin irritation. Prolonged or repeated contact may dry the skin.
          Symptoms may include redness, burning, drying of skin and skin burns.

          INHALATION: High vapor/aerosol concentrations (>1000 ppm) are irritating to the eyes
          and respiratory tract. May cause headaches, dizziness, anesthesia, drowsiness,
          unconsciousness and other central nervous system effects, including death.
          May cause peripheral nervous system disorder and/or damage.

          INGESTION: Harmful or fatal if swallowed. Aspiration hazard - this material can enter
          lungs during swallowing or vomiting and cause lung inflammation and damage.

          Chronic / Long Term Effects: Reports have associated repeated and prolonged occupational
          overexposure to solvents with permanent brain and nervous system damage.

          Signs and Symptoms of Overexposure: Signs and symptoms of exposure to this material
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Trade Name: SPRAYTECH DASH VENT MAGIC MSDS Number: 4152

          through breathing, swallowing, and/or passage of material through the skin may include:
          stomach or intestinal upset (nausea, vomiting, diarrhea), irritation (nose, throat,
          airways), central nervous system depression (dizziness, drowsiness, weakness, fatigue,
          nausea, headache, unconsciousness).

          Target Organ Effects: No data.

          Reproductive/Developmental Information: No data.

          Carcinogenic Information: This material is not listed as a carcinogen by IARC, NTP or
          OSHA.

Section 4: FIRST AID MEASURES

          EYES: Immediately flush eyes with plenty of water for at least 15 minutes. Get
          medical attention immediately.

          SKIN: Immediately flush skin with plenty of water for at least 15 minutes while
          removing contaminated clothing and shoes. Wash clothing before reuse.
          Get medical attention immediately.

          INHALATION: Remove to fresh air. If not breathing, give artificial respiration.
          If breathing is difficult, give oxygen.

          INGESTION: Seek medical attention immediately. Aspiration hazard: Do not induce
          vomiting or give anything by mouth because this material can enter the lungs
          and cause severe lung damage. Do not leave individual unattended.

Section 5: FIRE FIGHTING MEASURES

          Flash Point: 0 deg. F (TCC Method). Flame Extension: >18", Positive Flashback.
          Extinguishing Media: Dry chemical, CO2 or foam is recommended.
          Special Fire Fighting Instructions: EXTREMELY FLAMMABLE. Contents under pressure.
          Cool exposed containers with water spray to prevent bursting. SCBA should be used
          whenever chemical fires are present.

Section 6: ACCIDENTAL RELEASE MEASURES

          Stop all leaks. Isolate hazard area. Keep unnecessary and unprotected personnel
          from entering. Eliminate all ignition sources. Disperse vapors with water spray.
          Prevent runoff from entering drains, sewers, streams or other bodies of water.
          Absorb spill with inert material. Absorb unrecoverable product. Transfer contaminated
          absorbent, soil and other materials to containers for disposal.

Section 7: HANDLING AND STORAGE

          Do not use or store near heat, sparks or open flame. Exposure to temperatures above
          120 F may cause bursting. Do not puncture or incinerate container. Store in a cool,
          dry place. Do not get in eyes, on skin or on clothing. Intentional misuse by delibera-
          tely concentrating and inhaling may be harmful or fatal. Keep out of reach of children.

Section 8: EXPOSURE CONTROLS and PERSONAL PROTECTION

          Eye Protection: Wear safety glasses or goggles.

     Skin Protection: To prevent repeated or prolonged contact, wear impervious gloves
     (made from rubber, nitrile or neoprene).
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Trade Name: SPRAYTECH DASH VENT MAGIC MSDS Number: 4152

     Respiratory Protection: When respiratory protection is required, use an organic vapor &
     particulate cartridge. All respiratory programs must meet OSHA's 29 CFR 1910.34 &
     ANSI Z88.2 requirements.

     Engineering Controls: Good general ventilation required.

Section 9: PHYSICAL AND CHEMICAL PROPERTIES

     Appearance and Odor: Clear-Cloudy, colorless spray/mist, odorless
     pH Concentrate: n/a
     Solubility in Water: Insoluble
     Vapor Pressure [mmHg]: n/e
     Evaporation Rate (Butyl Acetate=1): n/e
     Vapor Density [Air=1]: n/e
     Specific Gravity [H20=1]: 0.86
     Boiling Point: n/a

Section 10: REACTIVITY

     Stability: Stable
     Hazardous Polymerization: Will not occur
     Conditions to avoid: High temperature
     Hazardous Decomposition Products: CO, CO2
     Incompatibility: Strong oxidizing agents

Section 11: TOXICOLOGICAL INFORMATION

     No data.

Section 12: ECOLOGICAL INFORMATION

     No data.

Section 13: DISPOSAL CONSIDERATIONS

     Waste Disposal Method:

     Waste must be disposed of in accordance with federal, state and local environmental
     control regulations. See label for further instructions.

Section 14: TRANSPORTATION INFORMATION

     D.O.T. Shipping Name / Class:

     Consumer Commodity, ORM-D

     (Domestic Ground Shipments)

Section 15: REGULATORY INFORMATION

     U.S. Federal Regulations:

     TSCA (Toxic Substances Control Act): The intentional ingredients of product are listed.

          Title III Section 311/312 Hazardous Categories - 40 CFR 370.2:
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Trade Name: SPRAYTECH DASH VENT MAGIC MSDS Number: 4152

          ACUTE (X)  Chronic  (X)  Fire  (X)  Pressure (X)  Reactive ( )  Not Applicable ( )

          (1) Title III Section 302/304 Extremely Hazardous Substances - 40 CFR 355 Appendix A

          (2) Title III Section 313 Toxic Chemicals - 40 CFR 372.65

          If indicated under Section 2 of this MSDS, this product contains toxic chemicals
          subject to the reporting requirements of Section 313 of the Emergency Planning &
          Community Right to Know Act of 1986. This information must be included in all
          MSDS that are copied and distributed for this material.

          RCRA Status: Under RCRA, it is the responsibility of the product user to determine
          at the time of disposal, whether a material containing the product or derived from
          the product should be classified as a hazardous waste. If this product becomes a
          hazardous waste it would be assigned RCRA Code(s)
          D001

          State and Local Regulations: Certain states maintain their own ingredient lists which
          differ slightly from the Federal standards. If indicated under Section 2 of this MSDS,
          states listed below may have regulations on ingredients contained in this product.
          Check with your state for any additional regulations.
          (3) California proposition 65 (Safe Drinking Water & Toxic Enforcement Act of 1986)
          (4) Massachusetts (Hazardous Substance Disclosure by Employers)

Section 16: OTHER INFORMATION

          This information was compiled from current manufacturer's MSDS's of the component
          parts of the product.

          Disclaimer: The Manufacturer believes that the information contained in the Material
          Safety Data Sheet is accurate. The suggested procedures are based on experience as
          of the date of publication. They are not necessarily all inclusive nor fully adequate
          in every circumstance. Also, the suggestions should not be confused with, nor followed
          in violation of applicable laws, regulations, rules or insurance requirements.
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Page 1 of 4MATERIAL SAFETY DATA SHEET

01/01/07

HMIS RATINGS:
Health: 2
Flammability: 4
Reactivity: 0
Personal Protection: G

Section 1:  CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

Trade Name:
Chemical Family:
Company Identification:

Emergency Phone:
Date Prepared:
MSDS Number:AUTO GEM DISTRIBUTING LLC

P.O. BOX 470

DEWITT, MI 48820
,

800-535-5053

4152

SPRAYTECH DASH VENT MAGIC
Aerosol

Section 2: COMPOSITION, INFORMATION ON INGREDIENTS

CAS          CHEMICAL          % BY     OSHA PEL/    SARA          SARA       STATE     CERCLA
NUMBER       NAME              WGHT.    ACGIH TLV    302/304(1)*   313 (2)*   INFO(3)(4)  RQ
142-82-5     Heptane           < 45     50 ppm /      NO            NO         NO
                                        50 ppm
67-64-1      Acetone           < 30     500 ppm       NO            NO         NO        5000 lbs

-            Propellent Mixture         -        -             -             -          -
74-98-6      Propane                    -        1000 ppm      NO            NO         NO
106-97-8     N-Butane                   -        600 ppm       NO            NO         NO

* See Section 15 for more information              n/e = none established - n/a = not applicable

Section 3: HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW

               DANGER. Extremely flammable. Contents under pressure. Harmful or
               fatal if swallowed. Aspiration hazard if swallowed. Vapor harmful.
               Keep away from heat and flame. Can cause nervous system depression.

          Primary Route of Entry: Skin contact, inhalation

          Acute/Potential Health Effects:

          EYES: May cause mild eye irritation. Symptoms include stinging, tearing and redness.

          SKIN: May cause mild skin irritation. Prolonged or repeated contact may dry the skin.
          Symptoms may include redness, burning, drying of skin and skin burns.

          INHALATION: High vapor/aerosol concentrations (>1000 ppm) are irritating to the eyes
          and respiratory tract. May cause headaches, dizziness, anesthesia, drowsiness,
          unconsciousness and other central nervous system effects, including death.
          May cause peripheral nervous system disorder and/or damage.

          INGESTION: Harmful or fatal if swallowed. Aspiration hazard - this material can enter
          lungs during swallowing or vomiting and cause lung inflammation and damage.

          Chronic / Long Term Effects: Reports have associated repeated and prolonged occupational
          overexposure to solvents with permanent brain and nervous system damage.

          Signs and Symptoms of Overexposure: Signs and symptoms of exposure to this material
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Trade Name: SPRAYTECH DASH VENT MAGIC MSDS Number: 4152

          through breathing, swallowing, and/or passage of material through the skin may include:
          stomach or intestinal upset (nausea, vomiting, diarrhea), irritation (nose, throat,
          airways), central nervous system depression (dizziness, drowsiness, weakness, fatigue,
          nausea, headache, unconsciousness).

          Target Organ Effects: No data.

          Reproductive/Developmental Information: No data.

          Carcinogenic Information: This material is not listed as a carcinogen by IARC, NTP or
          OSHA.

Section 4: FIRST AID MEASURES

          EYES: Immediately flush eyes with plenty of water for at least 15 minutes. Get
          medical attention immediately.

          SKIN: Immediately flush skin with plenty of water for at least 15 minutes while
          removing contaminated clothing and shoes. Wash clothing before reuse.
          Get medical attention immediately.

          INHALATION: Remove to fresh air. If not breathing, give artificial respiration.
          If breathing is difficult, give oxygen.

          INGESTION: Seek medical attention immediately. Aspiration hazard: Do not induce
          vomiting or give anything by mouth because this material can enter the lungs
          and cause severe lung damage. Do not leave individual unattended.

Section 5: FIRE FIGHTING MEASURES

          Flash Point: 0 deg. F (TCC Method). Flame Extension: >18", Positive Flashback.
          Extinguishing Media: Dry chemical, CO2 or foam is recommended.
          Special Fire Fighting Instructions: EXTREMELY FLAMMABLE. Contents under pressure.
          Cool exposed containers with water spray to prevent bursting. SCBA should be used
          whenever chemical fires are present.

Section 6: ACCIDENTAL RELEASE MEASURES

          Stop all leaks. Isolate hazard area. Keep unnecessary and unprotected personnel
          from entering. Eliminate all ignition sources. Disperse vapors with water spray.
          Prevent runoff from entering drains, sewers, streams or other bodies of water.
          Absorb spill with inert material. Absorb unrecoverable product. Transfer contaminated
          absorbent, soil and other materials to containers for disposal.

Section 7: HANDLING AND STORAGE

          Do not use or store near heat, sparks or open flame. Exposure to temperatures above
          120 F may cause bursting. Do not puncture or incinerate container. Store in a cool,
          dry place. Do not get in eyes, on skin or on clothing. Intentional misuse by delibera-
          tely concentrating and inhaling may be harmful or fatal. Keep out of reach of children.

Section 8: EXPOSURE CONTROLS and PERSONAL PROTECTION

          Eye Protection: Wear safety glasses or goggles.

     Skin Protection: To prevent repeated or prolonged contact, wear impervious gloves
     (made from rubber, nitrile or neoprene).
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Trade Name: SPRAYTECH DASH VENT MAGIC MSDS Number: 4152

     Respiratory Protection: When respiratory protection is required, use an organic vapor &
     particulate cartridge. All respiratory programs must meet OSHA's 29 CFR 1910.34 &
     ANSI Z88.2 requirements.

     Engineering Controls: Good general ventilation required.

Section 9: PHYSICAL AND CHEMICAL PROPERTIES

     Appearance and Odor: Clear-Cloudy, colorless spray/mist, odorless
     pH Concentrate: n/a
     Solubility in Water: Insoluble
     Vapor Pressure [mmHg]: n/e
     Evaporation Rate (Butyl Acetate=1): n/e
     Vapor Density [Air=1]: n/e
     Specific Gravity [H20=1]: 0.86
     Boiling Point: n/a

Section 10: REACTIVITY

     Stability: Stable
     Hazardous Polymerization: Will not occur
     Conditions to avoid: High temperature
     Hazardous Decomposition Products: CO, CO2
     Incompatibility: Strong oxidizing agents

Section 11: TOXICOLOGICAL INFORMATION

     No data.

Section 12: ECOLOGICAL INFORMATION

     No data.

Section 13: DISPOSAL CONSIDERATIONS

     Waste Disposal Method:

     Waste must be disposed of in accordance with federal, state and local environmental
     control regulations. See label for further instructions.

Section 14: TRANSPORTATION INFORMATION

     D.O.T. Shipping Name / Class:

     Consumer Commodity, ORM-D

     (Domestic Ground Shipments)

Section 15: REGULATORY INFORMATION

     U.S. Federal Regulations:

     TSCA (Toxic Substances Control Act): The intentional ingredients of product are listed.

          Title III Section 311/312 Hazardous Categories - 40 CFR 370.2:



Page 4 of 4MATERIAL SAFETY DATA SHEET

Trade Name: SPRAYTECH DASH VENT MAGIC MSDS Number: 4152

          ACUTE (X)  Chronic  (X)  Fire  (X)  Pressure (X)  Reactive ( )  Not Applicable ( )

          (1) Title III Section 302/304 Extremely Hazardous Substances - 40 CFR 355 Appendix A

          (2) Title III Section 313 Toxic Chemicals - 40 CFR 372.65

          If indicated under Section 2 of this MSDS, this product contains toxic chemicals
          subject to the reporting requirements of Section 313 of the Emergency Planning &
          Community Right to Know Act of 1986. This information must be included in all
          MSDS that are copied and distributed for this material.

          RCRA Status: Under RCRA, it is the responsibility of the product user to determine
          at the time of disposal, whether a material containing the product or derived from
          the product should be classified as a hazardous waste. If this product becomes a
          hazardous waste it would be assigned RCRA Code(s)
          D001

          State and Local Regulations: Certain states maintain their own ingredient lists which
          differ slightly from the Federal standards. If indicated under Section 2 of this MSDS,
          states listed below may have regulations on ingredients contained in this product.
          Check with your state for any additional regulations.
          (3) California proposition 65 (Safe Drinking Water & Toxic Enforcement Act of 1986)
          (4) Massachusetts (Hazardous Substance Disclosure by Employers)

Section 16: OTHER INFORMATION

          This information was compiled from current manufacturer's MSDS's of the component
          parts of the product.

          Disclaimer: The Manufacturer believes that the information contained in the Material
          Safety Data Sheet is accurate. The suggested procedures are based on experience as
          of the date of publication. They are not necessarily all inclusive nor fully adequate
          in every circumstance. Also, the suggestions should not be confused with, nor followed
          in violation of applicable laws, regulations, rules or insurance requirements.
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Page 1 of 4MATERIAL SAFETY DATA SHEET

01/01/07

HMIS RATINGS:
Health: 2
Flammability: 4
Reactivity: 0
Personal Protection: G

Section 1:  CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

Trade Name:
Chemical Family:
Company Identification:

Emergency Phone:
Date Prepared:
MSDS Number:
Mfgd By:

ABC COMPOUNDING CO. OF TEXAS,
1102 Avenue J East

Grand Prarie, TX 75050

ABC COMPOUNDING CO. OF
1102 Avenue J East

Grand Prarie, TX 75050

800-535-5053

RA-521

SPRAYTECH HEAVY DUTY SPOT ATTACK 12-20OZ
Aerosol

Section 2: COMPOSITION, INFORMATION ON INGREDIENTS

CAS          CHEMICAL                   % BY     OSHA PEL/    SARA          SARA       STATE
NUMBER       NAME                       WGHT.    ACGIH TLV    302/304(1)*   313 (2)*   INFO(3)(4)
111-76-2     2-Butoxyethanol            < 13.0   25ppm-skin    NO           YES         NO
                                                 25ppm-skin
67-63-0      Isopropanol                <  2.0   400 ppm /     NO            NO         NO
                                                 400 ppm

-            Propellent Mixture         -        -             -             -          -
74-98-6      Propane                    -        1000 ppm      NO            NO         NO
106-97-8     N-Butane                   -        600 ppm       NO            NO         NO

* See Section 15 for more information              n/e = none established - n/a = not applicable

Section 3: HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW

               DANGER. Flammable. Irritating to eyes and tissue. Keep away from heat and
               flame. Contents under pressure. Do not puncture or incinerate container.

          Primary Route of Entry: Skin contact/absorption, inhalation

          Acute/Potential Health Effects:

          EYES: Causes severe irritation, experienced as discomfort or pain, excess blinking and
          tear production, with redness and swelling of the conjunctiva.

          SKIN: Brief contact may cause slight irritation. Prolonged contact may cause more severe
          irritation with pain, local redness and swelling and possible tissue destruction.

          INHALATION: High vapor/aerosol concentrations (>1000ppm) are irritating to the respira-
          tory tract.

          INGESTION: May cause headache, dizziness, incoordination, nausea, vomiting, diarrhea
          and general weakness.

          Chronic / Long Term Effects: 2-Butoxyethanol has caused red blood cell hemolysis in lab
          animals and secondary injury to the liver and kidney.

          Signs and Symptoms of Overexposure: Dermal exposure may cause local redness and swelling,
          pain and discomfort. Prolonged skin contact may result in absorption of harmful amounts.
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Trade Name: SPRAYTECH HEAVY DUTY SPOT ATTACK 12-20OZ MSDS Number: RA-521

          Target Organ Effects: Liver, kidney

          Reproductive/Developmental Information: No data.

          Carcinogenic Information: This material is not listed as a carcinogen by IARC, NTP or
          OSHA.

Section 4: FIRST AID MEASURES

          EYES: Immediately flush eyes with plenty of water for at least 15 minutes. Get
          medical attention immediately.

          SKIN: Immediately flush skin with plenty of water for at least 15 minutes while
          removing contaminated clothing and shoes. Wash clothing before reuse.
          Get medical attention immediately.

          INHALATION: Remove to fresh air. If not breathing, give artificial respiration.
          If breathing is difficult, give oxygen.

          INGESTION: Seek medical attention immediately. Call a poison control center or
          doctor for treatment advice. Have person sip a glass of water if able to swallow.
          Never give anything by mouth to an unconscious person.

Section 5: FIRE FIGHTING MEASURES

          Flash Point: No flash by standard methods. Flame Extension: > 18"
          Extinguishing Media: Use appropriate methods for combating surrounding fire.
          Special Fire Fighting Instructions: CAUTION. Contents under pressure. Cool exposed
          containers with water spray to prevent bursting. SCBA should be used whenever chemical
          fires are present.

Section 6: ACCIDENTAL RELEASE MEASURES

          Stop all leaks. Isolate hazard area. Keep unnecessary and unprotected personnel
          from entering. Eliminate all ignition sources. Disperse vapors with water spray.
          Prevent runoff from entering drains, sewers, streams or other bodies of water.
          Absorb spill with inert material. Absorb unrecoverable product. Transfer contaminated
          absorbent, soil and other materials to containers for disposal.

Section 7: HANDLING AND STORAGE

          Do not use or store near heat, sparks or open flame. Exposure to temperatures above
          120 F may cause bursting. Do not puncture or incinerate container. Store in a cool,
          dry place. Do not get in eyes, on skin or on clothing. Intentional misuse by delibera-
          tely concentrating and inhaling may be harmful or fatal. Keep out of reach of children.

Section 8: EXPOSURE CONTROLS and PERSONAL PROTECTION

          Eye Protection: Wear safety glasses or goggles.

     Skin Protection: To prevent repeated or prolonged contact, wear impervious gloves
     (made from rubber, nitrile or neoprene).

     Respiratory Protection: When respiratory protection is required, use an organic vapor &
     particulate cartridge. All respiratory programs must meet OSHA's 29 CFR 1910.34 &
     ANSI Z88.2 requirements.
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Trade Name: SPRAYTECH HEAVY DUTY SPOT ATTACK 12-20OZ MSDS Number: RA-521

     Engineering Controls: Good general ventilation required.

Section 9: PHYSICAL AND CHEMICAL PROPERTIES

     Appearance and Odor: Clear, colorless spray/mist with slight solvent odor
     pH Concentrate: 8.0
     Solubility in Water: Complete
     Vapor Pressure [mmHg]: n/e
     Evaporation Rate (Butyl Acetate=1): n/e
     Vapor Density [Air=1]: n/e
     Specific Gravity [H20=1]: 0.90
     Boiling Point: 212 F

Section 10: REACTIVITY

     Stability: Stable
     Hazardous Polymerization: Will not occur
     Conditions to avoid: High temperature
     Hazardous Decomposition Products: CO, CO2
     Incompatibility: Acids and strong oxidizers

Section 11: TOXICOLOGICAL INFORMATION

     2-Butoxyethanol: SKIN-Rabbit; 24 hr. uncovered-minimal erythema in 2/5; no irritation 3/5.

Section 12: ECOLOGICAL INFORMATION

     2-Butoxyethanol: Toxicity to fish-fathead minnow; 96h; LC50 Results: 1700 mg/l

Section 13: DISPOSAL CONSIDERATIONS

     Waste Disposal Method:

     Waste must be disposed of in accordance with federal, state and local environmental
     control regulations.

Section 14: TRANSPORTATION INFORMATION

     D.O.T. Shipping Name / Class:

     Consumer Commodity, ORM-D

     (Domestic Ground Shipments)

Section 15: REGULATORY INFORMATION

     U.S. Federal Regulations:

     TSCA (Toxic Substances Control Act): The intentional ingredients of product are listed.

          Title III Section 311/312 Hazardous Categories - 40 CFR 370.2:
          ACUTE (X)  Chronic  (X)  Fire  ( )  Pressure (X)  Reactive ( )  Not Applicable ( )

          (1) Title III Section 302/304 Extremely Hazardous Substances - 40 CFR 355 Appendix A
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Trade Name: SPRAYTECH HEAVY DUTY SPOT ATTACK 12-20OZ MSDS Number: RA-521

          (2) Title III Section 313 Toxic Chemicals - 40 CFR 372.65

          If indicated under Section 2 of this MSDS, this product contains toxic chemicals
          subject to the reporting requirements of Section 313 of the Emergency Planning &
          Community Right to Know Act of 1986. This information must be included in all
          MSDS that are copied and distributed for this material.

          RCRA Status: Under RCRA, it is the responsibility of the product user to determine
          at the time of disposal, whether a material containing the product or derived from
          the product should be classified as a hazardous waste. If this product becomes a
          hazardous waste it would be assigned RCRA Code(s)
          None

          State and Local Regulations: Certain states maintain their own ingredient lists which
          differ slightly from the Federal standards. If indicated under Section 2 of this MSDS,
          states listed below may have regulations on ingredients contained in this product.
          Check with your state for any additional regulations.
          (3) California proposition 65 (Safe Drinking Water & Toxic Enforcement Act of 1986)
          (4) Massachusetts (Hazardous Substance Disclosure by Employers)

Section 16: OTHER INFORMATION

          This information was compiled from current manufacturer's MSDS's of the component
          parts of the product.

          Disclaimer: The Manufacturer believes that the information contained in the Material
          Safety Data Sheet is accurate. The suggested procedures are based on experience as
          of the date of publication. They are not necessarily all inclusive nor fully adequate
          in every circumstance. Also, the suggestions should not be confused with, nor followed
          in violation of applicable laws, regulations, rules or insurance requirements.
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01/01/07

HMIS RATINGS:
Health: 1
Flammability: 4
Reactivity: 0
Personal Protection: B

Section 1:  CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

Trade Name:
Chemical Family:
Company Identification:

Emergency Phone:
Date Prepared:
MSDS Number:
Mfgd By:

ABC COMPOUNDING CO. OF TEXAS,
1102 Avenue J East

Grand Prarie, TX 75050

ABC COMPOUNDING CO. OF
1102 Avenue J East

Grand Prarie, TX 75050

800-535-5053

RA-530

SPRAYTECH FOAMING APC DEGREASER (DAVE LIBBY)
Aerosol

Section 2: COMPOSITION, INFORMATION ON INGREDIENTS

CAS          CHEMICAL                    % BY    OSHA PEL/    SARA          SARA       STATE
NUMBER       NAME                        WGHT.   ACGIH TLV    302/304(1)*   313 (2)*   INFO(3)(4)
111-76-2     2-Butoxyethanol             < 3.0   25ppm-skin    NO           YES         NO
                                                 25ppm-skin
6834-92-0    Sodium Metasilicate         < 3.0   15 mg/m3 /    NO            NO         NO
                                                 10 mg/m3

-            Propellent Mixture          -       -             -             -          -
74-98-6      Propane                     -       1000 ppm      NO            NO         NO
106-97-8     N-Butane                    -       600 ppm       NO            NO         NO

* See Section 15 for more information              n/e = none established - n/a = not applicable

Section 3: HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW

               CAUTION. Irritating to eyes and tissue. Keep away from heat and flame.
               Contents under pressure. Do not puncture or incinerate container.

          Primary Route of Entry: Skin contact/absorption, inhalation

          Acute/Potential Health Effects:

          EYES: Causes severe irritation, experienced as discomfort or pain, excess blinking and
          tear production, with redness and swelling of the conjunctiva.

          SKIN: Brief contact may cause slight irritation. Prolonged contact may cause more severe
          irritation with pain, local redness and swelling.

          INHALATION: High vapor/aerosol concentrations (>1000ppm) are irritating to the respira-
          tory tract.

          INGESTION: May cause headache, dizziness, incoordination, nausea, vomiting, diarrhea
          and general weakness.

          Chronic / Long Term Effects: 2-Butoxyethanol has caused red blood cell hemolysis in lab
          animals and secondary injury to the liver and kidney.

          Signs and Symptoms of Overexposure: Dermal exposure may cause local redness and swelling,
          pain and discomfort. Prolonged skin contact may result in absorption of harmful amounts.
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Trade Name: SPRAYTECH FOAMING APC DEGREASER (DAVE LIBBY) MSDS Number: RA-530

          Target Organ Effects: Liver, kidney

          Reproductive/Developmental Information: No data.

          Carcinogenic Information: This material is not listed as a carcinogen by IARC, NTP or
          OSHA.

Section 4: FIRST AID MEASURES

          EYES: Immediately flush eyes with plenty of water for at least 15 minutes. Get
          medical attention immediately.

          SKIN: Immediately flush skin with plenty of water for at least 15 minutes while
          removing contaminated clothing and shoes. Wash clothing before reuse.
          Get medical attention immediately.

          INHALATION: Remove to fresh air. If not breathing, give artificial respiration.
          If breathing is difficult, give oxygen.

          INGESTION: Seek medical attention immediately. Call a poison control center or
          doctor for treatment advice. Have person sip a glass of water if able to swallow.
          Never give anything by mouth to an unconscious person.

Section 5: FIRE FIGHTING MEASURES

          Flash Point: No flash by standard methods
          Extinguishing Media: Use appropriate methods for combating surrounding fire.
          Special Fire Fighting Instructions: CAUTION. Contents under pressure. Cool exposed
          containers with water spray to prevent bursting. SCBA should be used whenever chemical
          fires are present.

Section 6: ACCIDENTAL RELEASE MEASURES

          Stop all leaks. Isolate hazard area. Keep unnecessary and unprotected personnel
          from entering. Eliminate all ignition sources. Disperse vapors with water spray.
          Prevent runoff from entering drains, sewers, streams or other bodies of water.
          Absorb spill with inert material. Absorb unrecoverable product. Transfer contaminated
          absorbent, soil and other materials to containers for disposal.

Section 7: HANDLING AND STORAGE

          Do not use or store near heat, sparks or open flame. Exposure to temperatures above
          120 F may cause bursting. Do not puncture or incinerate container. Store in a cool,
          dry place. Do not get in eyes, on skin or on clothing. Intentional misuse by delibera-
          tely concentrating and inhaling may be harmful or fatal. Keep out of reach of children.

Section 8: EXPOSURE CONTROLS and PERSONAL PROTECTION

          Eye Protection: Wear safety glasses or goggles.

     Skin Protection: To prevent repeated or prolonged contact, wear impervious gloves
     (made from rubber, nitrile or neoprene).

     Respiratory Protection: When respiratory protection is required, use an organic vapor &
     particulate cartridge. All respiratory programs must meet OSHA's 29 CFR 1910.34 &
     ANSI Z88.2 requirements.
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Trade Name: SPRAYTECH FOAMING APC DEGREASER (DAVE LIBBY) MSDS Number: RA-530

     Engineering Controls: Good general ventilation required.

Section 9: PHYSICAL AND CHEMICAL PROPERTIES

     Appearance and Odor: Slightly cloudy, colorless spray with mild odor
     pH Concentrate: 12.5
     Solubility in Water: Complete
     Vapor Pressure [mmHg]: n/e
     Evaporation Rate (Butyl Acetate=1): n/e
     Vapor Density [Air=1]: n/e
     Specific Gravity [H20=1]: 1.02
     Boiling Point: 200 F

Section 10: REACTIVITY

     Stability: Stable
     Hazardous Polymerization: Will not occur
     Conditions to avoid: High temperature
     Hazardous Decomposition Products: CO, CO2
     Incompatibility: Acids and strong oxidizers

Section 11: TOXICOLOGICAL INFORMATION

     2-Butoxyethanol: SKIN-Rabbit; 24 hr. uncovered-minimal erythema in 2/5; no irritation 3/5.

Section 12: ECOLOGICAL INFORMATION

     2-Butoxyethanol: Toxicity to fish-fathead minnow; 96h; LC50 Results: 1700 mg/l

Section 13: DISPOSAL CONSIDERATIONS

     Waste Disposal Method:

     Waste must be disposed of in accordance with federal, state and local environmental
     control regulations. See label for further instructions.

Section 14: TRANSPORTATION INFORMATION

     D.O.T. Shipping Name / Class:

     Consumer Commodity, ORM-D

     (Domestic Ground Shipments)

Section 15: REGULATORY INFORMATION

     U.S. Federal Regulations:

     TSCA (Toxic Substances Control Act): The intentional ingredients of product are listed.

          Title III Section 311/312 Hazardous Categories - 40 CFR 370.2:
          ACUTE (X)  Chronic  (X)  Fire  ( )  Pressure (X)  Reactive ( )  Not Applicable ( )

          (1) Title III Section 302/304 Extremely Hazardous Substances - 40 CFR 355 Appendix A
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Trade Name: SPRAYTECH FOAMING APC DEGREASER (DAVE LIBBY) MSDS Number: RA-530

          (2) Title III Section 313 Toxic Chemicals - 40 CFR 372.65

          If indicated under Section 2 of this MSDS, this product contains toxic chemicals
          subject to the reporting requirements of Section 313 of the Emergency Planning &
          Community Right to Know Act of 1986. This information must be included in all
          MSDS that are copied and distributed for this material.

          RCRA Status: Under RCRA, it is the responsibility of the product user to determine
          at the time of disposal, whether a material containing the product or derived from
          the product should be classified as a hazardous waste. If this product becomes a
          hazardous waste it would be assigned RCRA Code(s)
          D002

          State and Local Regulations: Certain states maintain their own ingredient lists which
          differ slightly from the Federal standards. If indicated under Section 2 of this MSDS,
          states listed below may have regulations on ingredients contained in this product.
          Check with your state for any additional regulations.
          (3) California proposition 65 (Safe Drinking Water & Toxic Enforcement Act of 1986)
          (4) Massachusetts (Hazardous Substance Disclosure by Employers)

Section 16: OTHER INFORMATION

          This information was compiled from current manufacturer's MSDS's of the component
          parts of the product.

          Disclaimer: The Manufacturer believes that the information contained in the Material
          Safety Data Sheet is accurate. The suggested procedures are based on experience as
          of the date of publication. They are not necessarily all inclusive nor fully adequate
          in every circumstance. Also, the suggestions should not be confused with, nor followed
          in violation of applicable laws, regulations, rules or insurance requirements.
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Page 1 of 4MATERIAL SAFETY DATA SHEET

01/01/07

HMIS RATINGS:
Health: 1
Flammability: 4
Reactivity: 0
Personal Protection: G

Section 1:  CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

Trade Name:
Chemical Family:
Company Identification:

Emergency Phone:
Date Prepared:
MSDS Number:
Mfgd By:

ABC COMPOUNDING CO. OF TEXAS,
1102 Avenue J East

Grand Prarie, TX 75050

ABC COMPOUNDING CO. OF
1102 Avenue J East

Grand Prarie, TX 75050

800-535-5053

RA-563

Spray Tech Cinnascent
Aerosol

Section 2: COMPOSITION, INFORMATION ON INGREDIENTS

CAS          CHEMICAL                     % BY    OSHA PEL/   SARA         SARA       STATE
NUMBER       NAME                         WGHT.   ACGIH TLV   302/304(1)*  313 (2)*   INFO(3)(4)
64742-47-8   Hydrotreated                 < 28.0  100 ppm /   NO           NO         NO
             Petroleum Distillate                 100 ppm

-            Propellent Mixture           -       -           -            -          -
74-98-6      Propane                      -       1000 ppm    NO           NO         NO
106-97-8     N-Butane                     -       800 ppm     NO           NO         NO

* See Section 15 for more information             n/e = none established - n/a = not applicable

Section 3: HAZARDS IDENTIFICATION

                                        EMERGENCY OVERVIEW

               DANGER. Contents under pressure. Harmful or fatal if swallowed.
               Aspiration hazard. Keep away from heat and flame. Do not puncture or
               incinerate container.

          Primary Route of Entry: Skin contact, inhalation

          Acute/Potential Health Effects:

          EYES: May cause mild eye irritation. Symptoms include stinging, tearing and redness.

          SKIN: May cause mild skin irritation. Prolonged or repeated contact may dry the skin.
          Symptoms may include redness, burning, drying of skin and skin burns.

          INHALATION: High vapor/aerosol concentrations (>1000 ppm) are irritating to the eyes
          and respiratory tract. May cause headaches, dizziness, anesthesia, drowsiness, unconsci-
          ousness and other central nervous system effects.

          INGESTION: Harmful or fatal if swallowed. Aspiration hazard - this material can enter
          lungs during swallowing or vomiting and cause lung inflammation and damage.

          Chronic / Long Term Effects: Reports have associated repeated and prolonged occupational
          overexposure to solvents with permanent brain and nervous system damage.

          Signs and Symptoms of Overexposure: Signs and symptoms of overexposure to this material
          through breathing, ingestion or skin contact/absorption may include: stomach or intes-
          tinal upset (nausea, vomiting or diarrhea), irritation (nose, throat, airways).
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Trade Name: Spray Tech Cinnascent MSDS Number: RA-563

          Target Organ Effects: No data.

          Reproductive/Developmental Information: No data.

          Carcinogenic Information: This material is not listed as a carcinogen by IARC, NTP or
          OSHA.

Section 4: FIRST AID MEASURES

          EYES: Immediately flush eyes with plenty of water for at least 15 minutes. Get
          medical attention immediately.

          SKIN: Immediately flush skin with plenty of water for at least 15 minutes while
          removing contaminated clothing and shoes. Wash clothing before reuse.
          Get medical attention immediately.

          INHALATION: Remove to fresh air. If not breathing, give artificial respiration.
          If breathing is difficult, give oxygen.

          INGESTION: Seek medical attention immediately. Aspiration hazard: Do not induce
          vomiting or give anything by mouth because this material can enter the lungs and
          cause severe lung damage. Do not leave individual unattended.

Section 5: FIRE FIGHTING MEASURES

          Flash Point: 193 F (TCC Method) Flame Extension: > 18", No Flashback
          Extinguishing Media: Dry chemical, CO2 or foam is recommended.
          Special Fire Fighting Instructions: CAUTION. Contents under pressure. Cool exposed
          containers with water spray to prevent bursting. SCBA should be used whenever chemical
          fires are present.

Section 6: ACCIDENTAL RELEASE MEASURES

          Stop all leaks. Isolate hazard area. Keep unnecessary and unprotected personnel
          from entering. Eliminate all ignition sources. Disperse vapors with water spray.
          Prevent runoff from entering drains, sewers, streams or other bodies of water.
          Absorb spill with inert material. Absorb unrecoverable product. Transfer contaminated
          absorbent, soil and other materials to containers for disposal.

Section 7: HANDLING AND STORAGE

          Do not use or store near heat, sparks or open flame. Exposure to temperatures above
          120 F may cause bursting. Do not puncture or incinerate container. Store in a cool,
          dry place. Do not get in eyes, on skin or on clothing. Intentional misuse by deliber-
          ately concentrating and inhaling may be harmful or fatal. Keep out of reach of children.

Section 8: EXPOSURE CONTROLS and PERSONAL PROTECTION

          Eye Protection: Wear safety glasses or goggles.

     Skin Protection: To prevent repeated or prolonged contact, wear impervious gloves
     (made from rubber, nitrile or neoprene).

     Respiratory Protection: When respiratory protection is required, use an organic vapor &
     particulate cartridge. All respiratory programs must meet OSHA's 29 CFR 1910.34 &
     ANSI Z88.2 requirements.
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Trade Name: Spray Tech Cinnascent MSDS Number: RA-563

     Engineering Controls: Good general ventilation required.

Section 9: PHYSICAL AND CHEMICAL PROPERTIES

     Appearance and Odor: Clear, yellow mist/spray with lemon fragrance
     pH Concentrate: n/a
     Solubility in Water: Insoluble
     Vapor Pressure [mmHg]: n/e
     Evaporation Rate (Butyl Acetate=1): n/e
     Vapor Density [Air=1]: n/e
     Specific Gravity [H20=1]: 0.81
     Boiling Point: n/a

Section 10: REACTIVITY

     Stability: Stable
     Hazardous Polymerization: Will not occur
     Conditions to avoid: High temperature
     Hazardous Decomposition Products: CO, CO2
     Incompatibility: Acids and strong oxidizers

Section 11: TOXICOLOGICAL INFORMATION

     No data.

Section 12: ECOLOGICAL INFORMATION

     No data.

Section 13: DISPOSAL CONSIDERATIONS

     Waste Disposal Method:

     Waste must be disposed of in accordance with federal, state and local environmental
     control regulations. See label for further instructions.

Section 14: TRANSPORTATION INFORMATION

     D.O.T. Shipping Name / Class:

     Consumer Commodity, ORM-D

Section 15: REGULATORY INFORMATION

     U.S. Federal Regulations:

     TSCA (Toxic Substances Control Act): The intentional ingredients of product are listed.

          Title III Section 311/312 Hazardous Categories - 40 CFR 370.2:
          ACUTE (X)  Chronic  (X)  Fire  (X)  Pressure (X)  Reactive ( )  Not Applicable ( )

          (1) Title III Section 302/304 Extremely Hazardous Substances - 40 CFR 355 Appendix A

          (2) Title III Section 313 Toxic Chemicals - 40 CFR 372.65
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Trade Name: Spray Tech Cinnascent MSDS Number: RA-563

          If indicated under Section 2 of this MSDS, this product contains toxic chemicals
          subject to the reporting requirements of Section 313 of the Emergency Planning &
          Community Right to Know Act of 1986. This information must be included in all
          MSDS that are copied and distributed for this material.

          RCRA Status: Under RCRA, it is the responsibility of the product user to determine
          at the time of disposal, whether a material containing the product or derived from
          the product should be classified as a hazardous waste. If this product becomes a
          hazardous waste it would be assigned RCRA Code(s)
          None

          State and Local Regulations: Certain states maintain their own ingredient lists which
          differ slightly from the Federal standards. If indicated under Section 2 of this MSDS,
          states listed below may have regulations on ingredients contained in this product.
          Check with your state for any additional regulations.
          (3) California proposition 65 (Safe Drinking Water & Toxic Enforcement Act of 1986)
          (4) Massachusetts (Hazardous Substance Disclosure by Employers)

Section 16: OTHER INFORMATION

          This information was compiled from current manufacturer's MSDS's of the component
          parts of the product.

          Disclaimer: The Manufacturer believes that the information contained in the Material
          Safety Data Sheet is accurate. The suggested procedures are based on experience as
          of the date of publication. They are not necessarily all inclusive nor fully adequate
          in every circumstance. Also, the suggestions should not be confused with, nor followed
          in violation of applicable laws, regulations, rules or insurance requirements.
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Page 1 of 4MATERIAL SAFETY DATA SHEET

01/01/07

HMIS RATINGS:
Health: 1
Flammability: 4
Reactivity: 0
Personal Protection: B

Section 1:  CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

Trade Name:
Chemical Family:
Company Identification:

Emergency Phone:
Date Prepared:
MSDS Number:
Mfgd By:

ABC COMPOUNDING CO. OF TEXAS,
1102 Avenue J East

Grand Prarie, TX 75050

ABC COMPOUNDING CO. OF
1102 Avenue J East

Grand Prarie, TX 75050

800-535-5053

RA-568

SPRAYTECH M.P.CITRUS CLNR DEG.(DAVE LIBBY)
Aerosol

Section 2: COMPOSITION, INFORMATION ON INGREDIENTS

CAS          CHEMICAL                    % BY     OSHA PEL/     SARA         SARA       STATE
NUMBER       NAME                        WGHT.    ACGIH TLV     302/304(1)*  313 (2)*   INFO(3)(4)
111-76-2     2-Butoxyethanol             < 3.0    25ppm-skin     NO          YES         NO
                                                  25ppm-skin
6834-92-0    Sodium Metasilicate         < 3.0    15 mg/m3 /     NO           NO         NO
                                                  10 mg/m3
5989-27-5    D'limonene                  < 3.0    n/e / n/e      NO           NO         NO

-            Propellent Mixture          -        -              -            -          -
74-98-6      Propane                     -        1000 ppm       NO           NO         NO
106-97-8     N-Butane                    -        600 ppm        NO           NO         NO

* See Section 15 for more information              n/e = none established - n/a = not applicable

Section 3: HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW

               CAUTION. Irritating to eyes and tissue. Keep away from heat and flame.
               Contents under pressure. Do not puncture or incinerate container.

          Primary Route of Entry: Skin contact/absorption, inhalation

          Acute/Potential Health Effects:

          EYES: Causes severe irritation, experienced as discomfort or pain, excess blinking
          and tear production, with redness and swelling of the conjunctiva.

          SKIN: Brief contact may cause slight irritation. Prolonged contact may cause more
          severe irritation with pain, local redness and swelling.

          INHALATION: High vapor/aerosol concentrations (>1000ppm) are irritating to the respira-
          tory tract.

          INGESTION: May cause headache, dizziness, incoordination, nausea, vomiting, diarrhea
          and general weakness.

          Chronic / Long Term Effects: 2-Butoxyethanol has caused red blood cell hemolysis in lab
          animals and secondary injury to the liver and kidney.

          Signs and Symptoms of Overexposure: Dermal exposure may cause local redness and swelling,
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Trade Name: SPRAYTECH M.P.CITRUS CLNR DEG.(DAVE LIBBY) MSDS Number: RA-568

          pain and discomfort. Prolonged skin contact may result in absorption of harmful amounts.

          Target Organ Effects: Liver, kidney

          Reproductive/Developmental Information: No data.

          Carcinogenic Information: This material is not listed as a carcinogen by IARC, NTP or
          OSHA.

Section 4: FIRST AID MEASURES

          EYES: Immediately flush eyes with plenty of water for at least 15 minutes. Get
          medical attention immediately.

          SKIN: Immediately flush skin with plenty of water for at least 15 minutes while
          removing contaminated clothing and shoes. Wash clothing before reuse.
          Get medical attention immediately.

          INHALATION: Remove to fresh air. If not breathing, give artificial respiration.
          If breathing is difficult, give oxygen.

          INGESTION: Seek medical attention immediately. Call a poison control center or
          doctor for treatment advice. Have person sip a glass of water if able to swallow.
          Never give anything by mouth to an unconscious person.

Section 5: FIRE FIGHTING MEASURES

          Flash Point: No flash by standard methods
          Extinguishing Media: Use appropriate methods for combating surrounding fire.
          Special Fire Fighting Instructions: CAUTION. Contents under pressure. Cool exposed
          containers with water spray to prevent bursting. SCBA should be used whenever chemical
          fires are present.

Section 6: ACCIDENTAL RELEASE MEASURES

          Stop all leaks. Isolate hazard area. Keep unnecessary and unprotected personnel
          from entering. Eliminate all ignition sources. Disperse vapors with water spray.
          Prevent runoff from entering drains, sewers, streams or other bodies of water.
          Absorb spill with inert material. Absorb unrecoverable product. Transfer contaminated
          absorbent, soil and other materials to containers for disposal.

Section 7: HANDLING AND STORAGE

          Do not use or store near heat, sparks or open flame. Exposure to temperatures above
          120 F may cause bursting. Do not puncture or incinerate container. Store in a cool,
          dry place. Do not get in eyes, on skin or on clothing. Intentional misuse by delibera-
          tely concentrating and inhaling may be harmful or fatal. Keep out of reach of children.

Section 8: EXPOSURE CONTROLS and PERSONAL PROTECTION

          Eye Protection: Wear safety glasses or goggles.

     Skin Protection: To prevent repeated or prolonged contact, wear impervious gloves
     (made from rubber, nitrile or neoprene).

     Respiratory Protection: When respiratory protection is required, use an organic vapor &
     particulate cartridge. All respiratory programs must meet OSHA's 29 CFR 1910.34 &
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     ANSI Z88.2 requirements.

     Engineering Controls: Good general ventilation required.

Section 9: PHYSICAL AND CHEMICAL PROPERTIES

     Appearance and Odor: Slightly cloudy, colorless mist/spray with citrus/orange fragrance
     pH Concentrate: 12.5
     Solubility in Water: Complete
     Vapor Pressure [mmHg]: n/e
     Evaporation Rate (Butyl Acetate=1): n/e
     Vapor Density [Air=1]: n/e
     Specific Gravity [H20=1]: 1.02
     Boiling Point: 200 F

Section 10: REACTIVITY

     Stability: Stable
     Hazardous Polymerization: Will not occur
     Conditions to avoid: High temperature
     Hazardous Decomposition Products: CO, CO2
     Incompatibility: Acids and strong oxidizers

Section 11: TOXICOLOGICAL INFORMATION

     2-Butoxyethanol: SKIN-Rabbit; 24 hr. uncovered-minimal erythema in 2/5; no irritation 3/5.

Section 12: ECOLOGICAL INFORMATION

     2-Butoxyethanol: Toxicity to fish-fathead minnow; 96h; LC50 Results: 1700 mg/l

Section 13: DISPOSAL CONSIDERATIONS

     Waste Disposal Method:

     Waste must be disposed of in accordance with federal, state and local environmental
     control regulations. See label for further instructions.

Section 14: TRANSPORTATION INFORMATION

     D.O.T. Shipping Name / Class:

     Consumer Commodity, ORM-D

     (Domestic Ground Shipments)

Section 15: REGULATORY INFORMATION

     U.S. Federal Regulations:

     TSCA (Toxic Substances Control Act): The intentional ingredients of product are listed.

          Title III Section 311/312 Hazardous Categories - 40 CFR 370.2:
          ACUTE (X)  Chronic  (X)  Fire  ( )  Pressure (X)  Reactive ( )  Not Applicable ( )

          (1) Title III Section 302/304 Extremely Hazardous Substances - 40 CFR 355 Appendix A
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          (2) Title III Section 313 Toxic Chemicals - 40 CFR 372.65

          If indicated under Section 2 of this MSDS, this product contains toxic chemicals
          subject to the reporting requirements of Section 313 of the Emergency Planning &
          Community Right to Know Act of 1986. This information must be included in all
          MSDS that are copied and distributed for this material.

          RCRA Status: Under RCRA, it is the responsibility of the product user to determine
          at the time of disposal, whether a material containing the product or derived from
          the product should be classified as a hazardous waste. If this product becomes a
          hazardous waste it would be assigned RCRA Code(s)
          D002

          State and Local Regulations: Certain states maintain their own ingredient lists which
          differ slightly from the Federal standards. If indicated under Section 2 of this MSDS,
          states listed below may have regulations on ingredients contained in this product.
          Check with your state for any additional regulations.
          (3) California proposition 65 (Safe Drinking Water & Toxic Enforcement Act of 1986)
          (4) Massachusetts (Hazardous Substance Disclosure by Employers)

Section 16: OTHER INFORMATION

          This information was compiled from current manufacturer's MSDS's of the component
          parts of the product.

          Disclaimer: The Manufacturer believes that the information contained in the Material
          Safety Data Sheet is accurate. The suggested procedures are based on experience as
          of the date of publication. They are not necessarily all inclusive nor fully adequate
          in every circumstance. Also, the suggestions should not be confused with, nor followed
          in violation of applicable laws, regulations, rules or insurance requirements.
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01/01/07

HMIS RATINGS:
Health: 1
Flammability: 4
Reactivity: 0
Personal Protection: G

Section 1:  CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

Trade Name:
Chemical Family:
Company Identification:

Emergency Phone:
Date Prepared:
MSDS Number:
Mfgd By:

ABC COMPOUNDING CO. OF TEXAS,
1102 Avenue J East

Grand Prarie, TX 75050

ABC COMPOUNDING CO. OF
1102 Avenue J East

Grand Prarie, TX 75050

800-535-5053

RA-616

SPRAYTECH CLEAN & FRESH (HAND-HELD)
Aerosol

Section 2: COMPOSITION, INFORMATION ON INGREDIENTS

CAS          CHEMICAL                     % BY    OSHA PEL/   SARA         SARA       STATE
NUMBER       NAME                         WGHT.   ACGIH TLV   302/304(1)*  313 (2)*   INFO(3)(4)
64742-47-8   Hydrotreated                 < 28.0  100 ppm /   NO           NO         NO
             Petroleum Distillate                 100 ppm

-            Propellent Mixture           -       -           -            -          -
74-98-6      Propane                      -       1000 ppm    NO           NO         NO
106-97-8     N-Butane                     -       800 ppm     NO           NO         NO

* See Section 15 for more information             n/e = none established - n/a = not applicable

Section 3: HAZARDS IDENTIFICATION

                                        EMERGENCY OVERVIEW

               DANGER. Contents under pressure. Harmful or fatal if swallowed.
               Aspiration hazard. Keep away from heat and flame. Do not puncture or
               incinerate container.

          Primary Route of Entry: Skin contact, inhalation

          Acute/Potential Health Effects:

          EYES: May cause mild eye irritation. Symptoms include stinging, tearing and redness.

          SKIN: May cause mild skin irritation. Prolonged or repeated contact may dry the skin.
          Symptoms may include redness, burning, drying of skin and skin burns.

          INHALATION: High vapor/aerosol concentrations (>1000 ppm) are irritating to the eyes
          and respiratory tract. May cause headaches, dizziness, anesthesia, drowsiness, unconsci-
          ousness and other central nervous system effects.

          INGESTION: Harmful or fatal if swallowed. Aspiration hazard - this material can enter
          lungs during swallowing or vomiting and cause lung inflammation and damage.

          Chronic / Long Term Effects: Reports have associated repeated and prolonged occupational
          overexposure to solvents with permanent brain and nervous system damage.

          Signs and Symptoms of Overexposure: Signs and symptoms of overexposure to this material
          through breathing, ingestion or skin contact/absorption may include: stomach or intes-
          tinal upset (nausea, vomiting or diarrhea), irritation (nose, throat, airways).
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Trade Name: SPRAYTECH CLEAN & FRESH (HAND-HELD) MSDS Number: RA-616

          Target Organ Effects: No data.

          Reproductive/Developmental Information: No data.

          Carcinogenic Information: This material is not listed as a carcinogen by IARC, NTP or
          OSHA.

Section 4: FIRST AID MEASURES

          EYES: Immediately flush eyes with plenty of water for at least 15 minutes. Get
          medical attention immediately.

          SKIN: Immediately flush skin with plenty of water for at least 15 minutes while
          removing contaminated clothing and shoes. Wash clothing before reuse.
          Get medical attention immediately.

          INHALATION: Remove to fresh air. If not breathing, give artificial respiration.
          If breathing is difficult, give oxygen.

          INGESTION: Seek medical attention immediately. Aspiration hazard: Do not induce
          vomiting or give anything by mouth because this material can enter the lungs and
          cause severe lung damage. Do not leave individual unattended.

Section 5: FIRE FIGHTING MEASURES

          Flash Point: 193 F (TCC Method)
          Extinguishing Media: Dry chemical, CO2 or foam is recommended.
          Special Fire Fighting Instructions: CAUTION. Contents under pressure. Cool exposed
          containers with water spray to prevent bursting. SCBA should be used whenever chemical
          fires are present.

Section 6: ACCIDENTAL RELEASE MEASURES

          Stop all leaks. Isolate hazard area. Keep unnecessary and unprotected personnel
          from entering. Eliminate all ignition sources. Disperse vapors with water spray.
          Prevent runoff from entering drains, sewers, streams or other bodies of water.
          Absorb spill with inert material. Absorb unrecoverable product. Transfer contaminated
          absorbent, soil and other materials to containers for disposal.

Section 7: HANDLING AND STORAGE

          Do not use or store near heat, sparks or open flame. Exposure to temperatures above
          120 F may cause bursting. Do not puncture or incinerate container. Store in a cool,
          dry place. Do not get in eyes, on skin or on clothing. Intentional misuse by deliber-
          ately concentrating and inhaling may be harmful or fatal. Keep out of reach of children.

Section 8: EXPOSURE CONTROLS and PERSONAL PROTECTION

          Eye Protection: Wear safety glasses or goggles.

     Skin Protection: To prevent repeated or prolonged contact, wear impervious gloves
     (made from rubber, nitrile or neoprene).

     Respiratory Protection: When respiratory protection is required, use an organic vapor &
     particulate cartridge. All respiratory programs must meet OSHA's 29 CFR 1910.34 &
     ANSI Z88.2 requirements.
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Trade Name: SPRAYTECH CLEAN & FRESH (HAND-HELD) MSDS Number: RA-616

     Engineering Controls: Good general ventilation required.

Section 9: PHYSICAL AND CHEMICAL PROPERTIES

     Appearance and Odor: Clear, yellow mist/spray with lemon fragrance
     pH Concentrate: n/a
     Solubility in Water: Insoluble
     Vapor Pressure [mmHg]: n/e
     Evaporation Rate (Butyl Acetate=1): n/e
     Vapor Density [Air=1]: n/e
     Specific Gravity [H20=1]: 0.81
     Boiling Point: n/a

Section 10: REACTIVITY

     Stability: Stable
     Hazardous Polymerization: Will not occur
     Conditions to avoid: High temperature
     Hazardous Decomposition Products: CO, CO2
     Incompatibility: Acids and strong oxidizers

Section 11: TOXICOLOGICAL INFORMATION

     No data.

Section 12: ECOLOGICAL INFORMATION

     No data.

Section 13: DISPOSAL CONSIDERATIONS

     Waste Disposal Method:

     Waste must be disposed of in accordance with federal, state and local environmental
     control regulations. See label for further instructions.

Section 14: TRANSPORTATION INFORMATION

     D.O.T. Shipping Name / Class:

     Consumer Commodity, ORM-D

Section 15: REGULATORY INFORMATION

     U.S. Federal Regulations:

     TSCA (Toxic Substances Control Act): The intentional ingredients of product are listed.

          Title III Section 311/312 Hazardous Categories - 40 CFR 370.2:
          ACUTE (X)  Chronic  (X)  Fire  (X)  Pressure (X)  Reactive ( )  Not Applicable ( )

          (1) Title III Section 302/304 Extremely Hazardous Substances - 40 CFR 355 Appendix A

          (2) Title III Section 313 Toxic Chemicals - 40 CFR 372.65
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          If indicated under Section 2 of this MSDS, this product contains toxic chemicals
          subject to the reporting requirements of Section 313 of the Emergency Planning &
          Community Right to Know Act of 1986. This information must be included in all
          MSDS that are copied and distributed for this material.

          RCRA Status: Under RCRA, it is the responsibility of the product user to determine
          at the time of disposal, whether a material containing the product or derived from
          the product should be classified as a hazardous waste. If this product becomes a
          hazardous waste it would be assigned RCRA Code(s)
          None

          State and Local Regulations: Certain states maintain their own ingredient lists which
          differ slightly from the Federal standards. If indicated under Section 2 of this MSDS,
          states listed below may have regulations on ingredients contained in this product.
          Check with your state for any additional regulations.
          (3) California proposition 65 (Safe Drinking Water & Toxic Enforcement Act of 1986)
          (4) Massachusetts (Hazardous Substance Disclosure by Employers)

Section 16: OTHER INFORMATION

          This information was compiled from current manufacturer's MSDS's of the component
          parts of the product.

          Disclaimer: The Manufacturer believes that the information contained in the Material
          Safety Data Sheet is accurate. The suggested procedures are based on experience as
          of the date of publication. They are not necessarily all inclusive nor fully adequate
          in every circumstance. Also, the suggestions should not be confused with, nor followed
          in violation of applicable laws, regulations, rules or insurance requirements.
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1. IDENTIFICATION OF THE SUBSTANCE/PREPARATION AND OF THE 
COMPANY/UNDERTAKING 

 
MANUF / DIST:    AUTO GEM DISTRIBUTING   
              P.O. BOX 470   
      DeWITT, MI 48820   
PREPARER / CONTACT:  CHUCK DILDINE  
PREPARER PHONE:   517-862-3841  
24 HOUR EMERGENCY PHONE:  INFOTRAC 1-800-535-5053  
  
TRADE NAME / SYNONYMS:    BUG REMOVER 
CHEMICAL NAME / SYNONYMS:  NOT APPLICABLE 
CHEMICAL FAMILY:    NOT APPLICABLE 
FORMULA:     PROPRIETARY 
PRODUCT CODE:    NOT APPLICABLE 
 

SECTION 2. HAZARDOUS MATERIAL IDENTIFICATION SYSTEM: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

SECTION 3 - COMPOSITION/INFORMATION ON INGREDIENTS 
 

NAMES OF HAZARDOUS INGREDIENTS: See CFR29§1910.1200 (i)-(13)   
CHEMICAL / COMMON NAME   CAS#  PERCENTAGE    PEL-OSHA   TLV-ACGIH 
Water    7732-18-5  60%  N/E  N/E 
Proprietary Emulsion   Not considered nor listed in CFR’s 
 
THIS PRODUCT DOES NOT CONTAIN CARCINOGENS: (NTP, IARC, OSHA): 
 

 
 
 
 
 

HAZARD WARNING 
4 - Extreme 
3 - High 
2 - Moderate  
1 - Slight 
0 - Insignificant 
X- See Section IV of M.S.D Sheet 

FIRE 

HEALTH 

SPECIFIC 

REACTIVITY 

X 
0 

0 
1 
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SECTION 4 - FIRST AID MEASURES 
 

HEALTH EFFECTS (Acute and Chronic): 
*Acute*: 
a) Eyes - Can cause severe irritation, redness, tearing, blurred vision. 
b) Skin - Prolonged or repeated contact can cause moderate irritation, defatting, dermatitis. 
c) Inhalation - mild irritation 
d) Ingestion - Can cause gastro-intestinal irritation, nausea, vomiting and diarrhea. 
*Chronic* None known. 
 
PRIMARY ROUTES OF ENTRY: a) Skin b) Inhalation 
MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE: 
Pre-existing skin, eye and respiratory disorders may be aggravated by exposure to product. 
 
EMERGENCY FIRST AID PROCEDURES: 
a) Skin - Wash with running water. 
b) Eyes - Flush with large amounts of water, lifting upper and lower lids occasionally. 
c) Inhalation - If affected, remove individual to fresh air.  If breathing is difficult, administer 

oxygen.  If breathing has stopped, give artificial respiration.  Keep person warm, quiet and get 
medical attention. 

d) Ingestion – DO NOT induce vomiting if victim is conscious give a cup of water. Never give 
anything by mouth to an unconscious person.  Get medical attention immediately. 

 
 

 
SECTION 5 - FIRE & PHYSICAL HAZARD DATA 

 
FLASH POINT (Method Used):  None  FLAMMABLE LIMITS:  LEL= N/A UEL= N/A 
 
EXTINGUISHING MEDIA: Not considered a fire hazard. 
 
SPECIAL FIRE FIGHTING PROCEDURES: None. 
 
UNUSUAL FIRE AND EXPLOSION HAZARDS: None   
 
INCOMPATIBILITY (Material To Avoid): 
Avoid contact with acids and strong oxidizers such as chlorine, aluminum, tin, lead & zinc. 
 
HAZARDOUS DECOMPOSITION PRODUCTS: 
Upon evaporation, liquid dries and becomes glass. Small amounts may be flushed down drain with water. 
Spills should be removed and disposed of. Not considered hazardous waste. 
 
 HAZARDOUS POLYMERIZATION WILL NOT OCCUR 
 
THIS PRODUCT IS STABLE 
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SECTION 6 - SPILL OR LEAK PROCEDURES 
 
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: 
Absorb the large spill on suitable absorbent.  Wash the residue down the drain or pit with plenty of water.  
Small spills can be flushed down the drain with plenty of water. Can be slippery until dried. 
 
WASTE DISPOSAL METHODS: 
Dispose of according to local, state and federal regulations. 
 

 
 

SECTION 7 - EXPOSURE CONTROL INFORMATION 
Environmental precautions  
No data  
Methods for cleaning up  
Persons not wearing protective equipment should be excluded from area of spill until clean-up 
has been completed. Stop spill at source, dike area of spill to prevent spreading, pump liquid to 
salvage tank. Remaining liquid may be taken up on sand, clay, earth, floor absorbent, or other 
absorbent material and shoveled into containers. Absorb liquid on vermiculite, floor absorbent or 
other absorbent material. 
 
VENTILATION: 
LOCAL EXHAUST: Below TLV(s) MECHANICAL (GENERAL): N/A 
SPECIAL: N/A  OTHER: N/A 
 
RESPIRATORY PROTECTION: Not needed. 
 
PROTECTIVE GLOVES:  Not needed. 
OTHER PROTECTIVE EQUIPMENT: N/A 
 
OTHER ENGINEERING CONTROLS:     
Eye wash and quick drench facilities. 
 
WORK PRACTICES:   
Eye wash fountain and safety shower should be easily accessible.  Discard properly such items as rags 
and trash soaked with the product.  Provide adequate ventilation. 
 
HYGIENIC PRACTICES: 
Avoid contact with eyes, skin and clothing.  Avoid inhalation of product vapors.  Wash thoroughly after 
handling and before eating, drinking or smoking. Remove contaminated clothing promptly and wash 
thoroughly before reused. 
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SECTION 8 - EXPOSURE CONTROLS / PERSONAL PROTECTION 

 
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE: 
a) Do not store under freezing conditions or above 120 degrees F. 
b) Protect from physical damage and keep tightly closed. 
c) Do not store near acids or acidic materials and oxidizers. 
d) Containers with concentrate should be marked slippery on floor surfaces 
MAINTENANCE PRECAUTIONS: 
When working with FLAMMABLE material electrically ground all equipment and use only non-sparking 
tools. 
OTHER PRECAUTIONS: 
a)  Containers, even those that have been emptied will retain product residue and vapors.  Always 

obey hazard warnings. 
 
 

SECTION 9 - PHYSICAL AND CHEMICAL PROPERTIES 
 

 
BOILING POINT  (F):  >212  SPECIFIC GRAVITY (WATER=1):  1.01 
VAPOR PRESSURE (mmHg): N/D  PERCENT VOLATILE BY VOLUME (%): 100 
VAPOR DENSITY  (AIR=1): N/D  EVAPORATION RATE (WATER=1):  1 
 
SOLUBILITY IN WATER  100% 
 
APPEARANCE AND ODOR INFORMATION: Lavender color, specific odor. 
 

 
 

10. STABILITY AND REACTIVITY 
 
Hazardous decomposition products  
No data 
Stability  
Stable.  
Conditions to avoid  
None Known. 
Incompatible products. 
Acids or other Haz Met Chemicals. 
 

 
11. TOXICOLOGICAL INFORMATION 

 
None 
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12. ECOLOGICAL INFORMATION 
 
Aquatic toxicity  
Acute and Prolonged Toxicity to Fish  
No data  
Acute Toxicity to Aquatic Invertebrates  
No data  
Environmental fate and pathways  
No data  
 

13. DISPOSAL CONSIDERATIONS 
Waste disposal methods  
Dispose of in accordance with all applicable local, state and federal regulations.  
For assistance with your waste management needs - including disposal, recycling and  
waste stream reduction, 

 
14. TRANSPORT INFORMATION 

 
SHIPPING INFO, UN/NA #’s, LABEL INFO NECESSARY OR SUGGESTED: 

Not Regulated - UN/NA NUMBER  
NOT NECESSARY ON LABELS  NO DOT LABELS REQUIRED 

 
15. REGULATORY INFORMATION 

California Prop. 65  
This product does not contain any chemicals known to State of California to cause cancer,  
birth, or any other reproductive defects.  
 
 
SARA 313 Component(s)  
   Health  Flammability   Reactivity   Other  
HMIS    1   0     0  
NFPA    1   0     0 
 
 
 
 

16. OTHER INFORMATION 
 
 

The information accumulated herein is believed to be accurate but is not warranted to be  
whether originating with the company or not. Recipients are advised to confirm in advance  
of need that the information is current, applicable, and suitable to their circumstances. 
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THESE MSDS SHEETS ARE WRITTEN IN AN EFFORT TO PROVIDE INFORMATION TO 
THE WORKER IN THE WORKPLACE AND IN SUCH A WAY IT CAN BE 
UNDERSTOOD. 
 
We have enjoyed many compliments as to the readability and understandable content, and take 
great pride in providing these Material Safety Data Sheets to the use of our customers. 
 
 
THE INFORMATION CONTAINED HEREIN IS BELIEVED TO BE ACCURATE. IT IS 
PROVIDED FOR A CONTINUING SAFETY PROGRAM INITIATED BY THE 
MANUFACTURER/DISTRIBUTOR NAMED ON THIS SHEET. IT IS NOT INTENDED TO 
CONSTITUTE PERFORMANCE INFORMATION CONCERNING THE PRODUCT. NO 
EXPRESS WARRANTY, OR IMPLIED WARRANTY OF MERCHANTABILITY OR 
FITNESS FOR A PARTICULAR PURPOSE IS MADE WITH RESPECT TO THE PRODUCT 
OR THE INFORMATION CONTAINED HEREIN. 
 
 
 
 
 
 
 
 
 
 
 
 



MATERIAL SAFETY DATA SHEET Hazard Rating NFPA
May be used to comply with OSHA's 4-Extreme Toxicity 1
Hazard Communication Standard, 29 3-High Fire 2
CFR 1910,1200.  Standard must be 2-Moderate Reactivity 0
consulted for specific requirements. 1-Slight Special

0-Insignificant
IDENTITY As Used on Label and List
VOC386 BIG-BITE Date Prepared: 02/13/07
SECTION I
Manufacturer's Name Emergency Telephone Number

B&B Blending, Inc. 1-800-535-5053 Infotrac
Address (Number, Street, City, State, Zip Code) Telephone Number for Information

5285 Fox Street, Unit B 1-800-875-6320
Denver, CO 80216

SECTION II - Hazardous Ingredients/Identity Information
Hazardous Components 
(Specific Chemical Identity; Common Name(s)) OSHA PEL ACGIH TLV Other % 
Odorless Mineral Spirits CAS# 64742-48-9 100 ppm TWA

200 ppg STEL
SECTION III - Physical/Chemical Characteristics
Boiling Point: Specific Gravity (Water=1):

220°F 0.9916
Vapor Pressure (mm Hg.): Melting Point:

NA NA
Vapor Density (Air=1): Evaporation Rate (Butyl Acetate=1):

>1 1
Appearance and Odor: Solubility in Water:

Off White Thick Liquid 90.00%
Characteristic Odor

SECTION IV - Fire and Explosion Hazard Data
Flash Point (Method Used): Flammable Limits LEL UEL

155° F  TCC ND ND
Extinguishing Media:

Carbon dioxide, water foam.
Special Fire Fighting Method:

SCBA should be used in fighting fires involving chemicals.
Unusual Fire and Explosion Hazards:

None known.
SECTION V - Reactivity Data
Stability: Conditions to avoid:

Stable Excessive heat
Incompatibility(Materials to Avoid):

Strong acids or bases, oxidizing agents.
Hazardous Decompositions or Byproducts:

Combustion may yield carbon monoxide and/or carbon dioxide.
Hazardous Polymerization: Conditions to Avoid:

Will Not Occur None

B&B Blending, Inc. PRINTED: 2/13/07 Page 1 of 2



VOC386 BIG-BITE

SECTION VI - Health Hazard Data
Route(s) of Entry: Inhalation? Yes Skin? Yes Ingestion? Yes
Health Hazards (Acute and Chronic):

Can cause eye irritation. Excessive inhalation may cause respiratory irritation. Prolonged skin contact
 may cause slight irritation. Ingestion can cause gastrointestinal irritation.

Carcinogenicity: NTP? IARC Monographs? OSHA Regulated?
Not listed Not Listed Not Listed

Signs and Symptoms of Exposure:
Irritation, redness.

Medical Conditions Generally Aggravated by Exposure:
Pre-existing skin conditions may be aggravated.

Emergency and First Aid Procedures:  
Eye: Flush with water for 15 minutes, see physician if irritation persists. Skin: Wash with soap and
water, see physician if irritation persists. Inhalation: Remove to fresh air. Ingestions: Do not induce
vomiting, call physician.

SECTION VII - Precautions for Safe Handling and Use
Steps to be taken in case material is released or spilled:

Use absorbent material to collect and contain for disposal. Wash spill area with soap  and water.
Wasted disposal method:

In accordance with Federal, State and local regulations.
Precautions to be taken in handling and storing:

Avoid strong oxidizing materials. Store in well ventilated area. Keep containers closed when not in use.
Do not store near heat or oen flame.

Other Precautions:
Keep out of the reach of children. Do not get in eyes or on skin.

SECTION VIII - Control Measures
Respiratory Protection (Specify Type):

Dust mask, use SCBA when exposure levels are exceeded.
Ventilation:

Mechanical: Recommended
Other Protective Clothing:

None required in normal use.
Work Hygienic Practices:

Observe good housekeeping practices.
Eye Protection:

Approved Safety Glasses 
Protective Gloves:

Rubber or Neoprene

B&B Blending, Inc. PRINTED: 2/13/07 Page 2 of 2



MATERIAL SAFETY DATA SHEET BODY SHOP BLEND
SECTION 1: PRODUCT AND COMPANY IDENTIFICATION
PRODUCT NAME:          BODY SHOP BLEND MANUFACTURER:         B&B Blending, Inc.
SYNONYMS:                  NA ADDRESS:                     5285 Fox Street, Unit B
PRODUCT CODES:       BSB 181 Denver Colorado 80216 USA
PRODUCT USE:             Tire/Rubber Dressing TOLL-FREE PHONE:   800-875-6320

COLORADO CALLS:              303-289-6320

SECTION 2: HAZARDOUS INGREDIENTS
HAZARDOUS INGREDIENT:  There are no hazardous ingredients

SECTION 3: HAZARDS IDENTIFICATION
EMERGENCY OVERVIEW: Non-Hazardous

ROUTE(S) OF ENTRY: INHALATION: Yes SKIN: Yes INGESTION: Yes EYES: Yes

POTENTIAL HEALTH EFFECTS INHALATION: Irritant SKIN: Irritant INGESTION: Irritant EYES: Irritant

ACUTE HEALTH HAZARDS: Skin:  May cause mild irritation. Eyes: May cause mild irritation.

Ingestion: May irritate digestive tract.

CHRONIC HEALTH HAZARDS: None

MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE:May aggravate pre-existing skin conditions.

CARCINOGENICITY OSHA: Not Listed ACGIH: Not Listed NTP: Not listed IARC: Not Listed OTHER:

SECTION 4:  FIRST AID MEASURES
EYES: Flush with water for at least 15 minutes. Call physician if irritation persists.

SKIN: Wash with soap and water, see physician if irritation persists.

INHALATION: Remove to fresh air, give oxygen if needed.  

INGESTION: Do not induce vomiting. Get medical attention.

NOTES TO PHYSICIANS OR FIRST AID PROVIDERS: None beyond listed above

SECTION 5: FIRE-FIGHTING MEASURES
FLAMMABLE LIMITS IN AIR (% BY VOLUME) UPPER:  NA LOWER:  NA

FLASH POINT: NA F NA C METHOD USED: AUTOIGNITION TEMPERATURE: F C

NFPA HAZARD CLASSIFICATION: TOXICITY: 0 FLAMMABILITY: 0 REACTIVITY: 0 OTHER:

HMIS HAZARD CLASSIFICATION: HEALTH: 0 FLAMMABILITY: 0 REACTIVITY: 0 PROTECTION:

EXTINGUISHING MEDIA: Use whatever is appropriate to extinguish adjacent fire.

SPECIAL FIRE FIGHTING PROCEDURES: None

UNUSUAL FIRE AND EXPLOSION HAZARDS: None

HAZARDOUS DECOMPOSITION PRODUCTS: None known

24 HOUR EMERGENCY USA/CANADA:

McKenna JaymesPREPARED BY:            FAX PHONE:                 303-289-6325
  INFOTRAC 1-800-535-5053

24 HOUR EMERGENCY INTERNATIONAL:   INFOTRAC 1-352-323-3500
16-Mar-2009DATE PREPARED:
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SECTION 6: ACCIDENTAL RELEASE MEASURES
ACCIDENTAL RELEASE MEASURES: Contain spill. Remove with inert absorbent material. Wash spill area with water.

SECTION 7:  HANDLING AND STORAGE
HANDLING AND STORAGE:

Store containers upright with lids (caps) tightly closed.  Store between 40F(4C) - 100F(37.7C)   Keep from freezing.

OTHER PRECAUTIONS: Keep out of the reach of children. Do not get in eyes or on skin.

SECTION 8:  EXPOSURE CONTROLS/PERSONAL PROTECTION
ENGINEERING CONTROLS:

VENTILATION : LOCAL EXHAUST: Adequate MECHANICAL: OTHER:

RESPIRATORY PROTECTION: None necessary

EYE PROTECTION: Approved Safety Glasses SKIN PROTECTION: Rubber or Neoprene Gloves

PROTECTIVE CLOTHING OR EQUIPMENT: Eye wash fountain in work area is recommended.

WORK HYGIENIC PRACTICES: Observe good housekeeping practices.

SECTION 9:  PHYSICAL AND CHEMICAL PROPERTIES
APPEARANCE: White ODOR: Fruity pH AS SUPPLIED:   pH (Other):              

PHYSICAL STATE: Milky Liquid SOLUBILITY IN WATER: Complete

BOILING POINT: 212 F 100 C EVAPORATION RATE: BASIS (Butyl Acetate=1):    

MELTING POINT: F C VAPOR PRESSURE (mmHg):     

FREEZING POINT: F C VAPOR DENSITY (AIR = 1): >1

SPECIFIC GRAVITY (H2O = 1): 1.01 VISCOSITY:

SECTION 10: STABILITY AND REACTIVITY
STABILITY: Stable CONDITIONS TO AVOID (STABILITY): None

INCOMPATIBILITY (MATERIAL TO AVOID): None

HAZARDOUS DECOMPOSITION OR BY-PRODUCTS: Carbon oxides and silicone oxides

HAZARDOUS POLYMERIZATION: Will not occur CONDITIONS TO AVOID (POLYMERIZATION):NA

SECTION 11:  TOXICOLOGICAL INFORMATION
TOXICOLOGICAL INFORMATION:ND

SECTION 12:  ECOLOGICAL INFORMATION
ECOLOGICAL INFORMATION: ND

MARINE POLLUTANT: ND

SECTION 13:  DISPOSAL  CONSIDERATIONS
WASTE DISPOSAL METHOD: In accordance with Federal, State and local regulations.

RCRA HAZARD CLASS: Not Regulated
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SECTION 14:   TRANSPORT INFORMATION

PROPER SHIPPING NAME: Not regulated in accordance with CFR 49

IATA - AIR TRANSPORTATION

PROPER SHIPPING NAME: Not regulated in accordance with IATA

IMDG - WATER TRANSPORTATION

PROPER SHIPPING NAME: Not regulated in accordance with IMDG

OTHER AGENCIES: NA

SECTION 15: REGULATORY INFORMATION
U.S. FEDERAL REGULATIONS

TSCA (TOXIC SUBSTANCE CONTROL ACT): All chemical substances in this material are included on or exempted from listing on
 the TSCA Inventory of Chemical Substances

EPA SARA TITLE III (SUPERFUND AMENDMENTS AND REAUTHORIZATION ACT):

302 EXTREMELY HAZARDOUS SUBSTANCES: None

304 CERCLA HAZARDOUS SUBSTANCES: None
311/312 HAZARD CLASS: None
313 TOXIC CHEMICALS: None

STATE REGULATIONS: Not regulated in any state
WHMIS (CANADA) HAZARD SYMBOL AND CLASSIFICATION None
CANADIAN LISTS:

CEPA TOXIC SUBSTANCES: No components are listed.
CANADIAN ARET: No components are listed.
CANADIAN NPRI: No components are listed.
ALBERTA DESIGNATED SUBSTANCES: No components are listed.
ONTARIO DESIGNATED SUBSTANCES: No components are listed.
QUEBEC DESIGNATED SUBSTANCES: No components are listed.

INTERNATIONAL REGULATIONS: Not Regulated
INTERNATIONAL LISTS:

This product, (and its ingredients) is (are) exempted from being listed, in Australia (AICS), in Europe (EINECS/ELINCS),
 in Korea (TCCL), in Japan (METI), in the Philippines (RA6969).

PREPARATION INFORMATION: B&B Blending, Inc.

OTHER  INFORMATION:
The information and recommendations contained herein are, to the best of B&B Blending's knowledge and belief, accurate and reliable
as of the date issued. You can contact B&B Blending to insure that this document is the most current available. The information and
recommendations are offered for the user's consideration and examination. It is the user's responsibility to satisfy itself that the product
is suitable for the intended use. If buyer repackages this product, it is the user's responsibility to insure proper health, safety and other
necessary information is included with and/or on the container. Appropriate warnings and safe-handling on the container. Appropriate
warnings and safe-handling procedures should be provided to handlers and users. Alteration of this document is strictly prohibited.
Except to the extent required by law, re-publication or retransmission of this document, in whole or in part, is not permitted.

• END OF DOCUMENT •

U.S. DEPARTMENT OF TRANSPORTATION (DOT)

SECTION 16:  OTHER INFORMATION
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MATERIAL SAFETY DATA SHEET Hazard Rating NFPA
May be used to comply with OSHA's 4-Extreme Toxicity 1
Hazard Communication Standard, 29 3-High Fire 2
CFR 1910,1200.  Standard must be 2-Moderate Reactivity 0
consulted for specific requirements. 1-Slight Special

0-Insignificant
IDENTITY As Used on Label and List
CWW395 CHERRY WET WAX Date Prepared: 02/26/07
SECTION I
Manufacturer's Name Emergency Telephone Number

B&B Blending, Inc. 1-800-535-5053 Infotrac
Address (Number, Street, City, State, Zip Code) Telephone Number for Information

5285 Fox Street, Unit B 1-800-875-6320
Denver, CO 80216

SECTION II - Hazardous Ingredients/Identity Information
Hazardous Components 
(Specific Chemical Identity; Common Name(s)) OSHA PEL ACGIH TLV Other % 
Odorless Mineral Spirits CAS# 64742-48-9 100 ppm TWA 500 ppm TWA

200 ppg STEL

SECTION III - Physical/Chemical Characteristics
Boiling Point: Specific Gravity (Water=1):

220°F 0.9916
Vapor Pressure (mm Hg.): Melting Point:

NA NA
Vapor Density (Air=1): Evaporation Rate (Butyl Acetate=1):

>1 1
Appearance and Odor: Solubility in Water:

Pink Creamy Liquid/Cherry Scent 90.00%
SECTION IV - Fire and Explosion Hazard Data
Flash Point (Method Used): Flammable Limits LEL UEL

121° TCC ND ND
Extinguishing Media:

Carbon dioxide, water foam.
Special Fire Fighting Method:

SCBA should be used in fighting fires involving chemicals.
Unusual Fire and Explosion Hazards:

None known.
SECTION V - Reactivity Data
Stability: Conditions to avoid:

Stable Excessive heat
Incompatibility(Materials to Avoid):

Strong acids or bases, oxidizing agents.
Hazardous Decompositions or Byproducts:

Combustion may yield carbon monoxide and/or carbon dioxide.
Hazardous Polymerization: Conditions to Avoid:

Will Not Occur None
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CWW395 CHERRY WET WAX CONT'D

SECTION VI - Health Hazard Data
Route(s) of Entry: Inhalation? Yes Skin? Yes Ingestion? Yes
Health Hazards (Acute and Chronic):

Can cause eye irritation. Excessive inhalation may cause respiratory irritation. Prolonged skin contact
 may cause slight irritation. Ingestion can cause gastrointestinal irritation.

Carcinogenicity: NTP? IARC Monographs? OSHA Regulated?
Not listed Not Listed Not Listed

Signs and Symptoms of Exposure:
Irritation, redness.

Medical Conditions Generally Aggravated by Exposure:
Pre-existing skin conditions may be aggravated.

Emergency and First Aid Procedures:  
Eye: Flush with water for 15 minutes, see physician if irritation persists. Skin: Wash with soap and
water, see physician if irritation persists. Inhalation: Remove to fresh air. Ingestions: Do not induce
vomiting, call physician.

SECTION VII - Precautions for Safe Handling and Use
Steps to be taken in case material is released or spilled:

Use absorbent material to collect and contain for disposal. Wash spill area with soap  and water.
Wasted disposal method:

In accordance with Federal, State and local regulations.
Precautions to be taken in handling and storing:

Avoid strong oxidizing materials. Store in well ventilated area. Keep containers closed when not in use.
Do not store near heat or oen flame.

Other Precautions:
Keep out of the reach of children. Do not get in eyes or on skin.

SECTION VIII - Control Measures
Respiratory Protection (Specify Type):

Dust mask, use SCBA when exposure levels are exceeded.
Ventilation: Local Exhaust: Special:

Mechanical: Recommended Other:
Protective Gloves: Eye Protection:

Rubber or Neoprene Approved Safety Glasses 
Other Protective Clothing:

None required in normal use.
Work Hygienic Practices:

Observe good housekeeping practices.
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MATERIAL SAFETY DATA SHEET Hazard Rating NFPA
May be used to comply with OSHA's 4-Extreme Toxicity 1
Hazard Communication Standard, 29 3-High Fire 2
CFR 1910,1200.  Standard must be 2-Moderate Reactivity 0
consulted for specific requirements. 1-Slight Special

0-Insignificant
IDENTITY As Used on Label and List
VOC335 EUROPEAN CUT Date Prepared: 02/26/07
SECTION I
Manufacturer's Name Emergency Telephone Number

B&B Blending, Inc. 1-800-535-5053 Infotrac
Address (Number, Street, City, State, Zip Code) Telephone Number for Information

5285 Fox Street, Unit B 1-800-875-6320
Denver, CO 80216

SECTION II - Hazardous Ingredients/Identity Information
Hazardous Components 
(Specific Chemical Identity; Common Name(s)) OSHA PEL ACGIH TLV Other % 
Odorless Mineral Spirits CAS# 64742-48-9 100 ppm TWA

200 ppg STEL

SECTION III - Physical/Chemical Characteristics
Boiling Point: Specific Gravity (Water=1):

220°F 0.9916
Vapor Pressure (mm Hg.): Melting Point:

NA NA
Vapor Density (Air=1): Evaporation Rate (Butyl Acetate=1):

>1 1
Appearance and Odor: Solubility in Water:

White Creamy Liquid/Characteristic Odor 90.00%
SECTION IV - Fire and Explosion Hazard Data
Flash Point (Method Used): Flammable Limits LEL UEL

160°F TCC ND ND
Extinguishing Media:

Carbon dioxide, water foam.
Special Fire Fighting Method:

SCBA should be used in fighting fires involving chemicals.
Unusual Fire and Explosion Hazards:

None known.
SECTION V - Reactivity Data
Stability: Conditions to avoid:

Stable Excessive heat
Incompatibility(Materials to Avoid):

Strong acids or bases, oxidizing agents.
Hazardous Decompositions or Byproducts:

Combustion may yield carbon monoxide and/or carbon dioxide.
Hazardous Polymerization: Conditions to Avoid:

Will Not Occur None
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VOC335 EUROPEAN CUT CONT'D

SECTION VI - Health Hazard Data
Route(s) of Entry: Inhalation? Yes Skin? Yes Ingestion? Yes
Health Hazards (Acute and Chronic):

Can cause eye irritation. Excessive inhalation may cause respiratory irritation. Prolonged skin contact
 may cause slight irritation. Ingestion can cause gastrointestinal irritation.

Carcinogenicity: NTP? IARC Monographs? OSHA Regulated?
Not listed Not Listed Not Listed

Signs and Symptoms of Exposure:
Irritation, redness.

Medical Conditions Generally Aggravated by Exposure:
Pre-existing skin conditions may be aggravated.

Emergency and First Aid Procedures:  
Eye: Flush with water for 15 minutes, see physician if irritation persists. Skin: Wash with soap and
water, see physician if irritation persists. Inhalation: Remove to fresh air. Ingestions: Do not induce
vomiting, call physician.

SECTION VII - Precautions for Safe Handling and Use
Steps to be taken in case material is released or spilled:

Use absorbent material to collect and contain for disposal. Wash spill area with soap  and water.
Wasted disposal method:

In accordance with Federal, State and local regulations.
Precautions to be taken in handling and storing:

Avoid strong oxidizing materials. Store in well ventilated area. Keep containers closed when not in use.
Do not store near heat or oen flame.

Other Precautions:
Keep out of the reach of children. Do not get in eyes or on skin.

SECTION VIII - Control Measures
Respiratory Protection (Specify Type):

Dust mask, use SCBA when exposure levels are exceeded.
Ventilation: Local Exhaust: Special:

Mechanical: Recommended Other:
Protective Gloves: Eye Protection:

Rubber or Neoprene Approved Safety Glasses 
Other Protective Clothing:

None required in normal use.
Work Hygienic Practices:

Observe good housekeeping practices.
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MATERIAL SAFETY DATA SHEET Hazard Rating NFPA
May be used to comply with OSHA's 4-Extreme Toxicity 1
Hazard Communication Standard, 29 3-High Fire 3
CFR 1910,1200.  Standard must be 2-Moderate Reactivity 0
consulted for specific requirements. 1-Slight Special

0-Insignificant

IDENTITY As Used on Label and List
EZC348 EZ CARNAUBA Date Prepared: 02/26/07
SECTION I
Manufacturer's Name Emergency Telephone Number

B&B Blending, Inc. 1-800-535-5053 Infotrac
Address (Number, Street, City, State, Zip Code) Telephone Number for Information

5285 Fox Street, Unit B 1-800-875-6320
Denver, CO 80216

SECTION II - Hazardous Ingredients/Identity Information
Hazardous Components 
(Specific Chemical Identity; Common Name(s)) OSHA PEL ACGIH TLV Other % 
Odorless Mineral Spirits CAS# 64742-48-9 100 ppm TWA 500 ppm TWA

200 ppg STEL
VM&P Naphtha CAS# 8032-32-4 300 TWA 300 TWA

(Petroleum Naphtha) 400 STEL
SECTION III - Physical/Chemical Characteristics
Boiling Point: Specific Gravity (Water=1):

220°F 0.9916
Vapor Pressure (mm Hg.): Melting Point:

NA NA
Vapor Density (Air=1): Evaporation Rate (Butyl Acetate=1):

>1 1
Appearance and Odor: Solubility in Water:

Dark Yellow Liquid Separates/Banana Scent 90.00%
SECTION IV - Fire and Explosion Hazard Data
Flash Point (Method Used): Flammable Limits LEL UEL

91°F TCC ND ND
Extinguishing Media:

Carbon dioxide, water foam.
Special Fire Fighting Method:

SCBA should be used in fighting fires involving chemicals.
Unusual Fire and Explosion Hazards:

None known.
SECTION V - Reactivity Data
Stability: Stable Conditions to avoid:
Incompatibility(Materials to Avoid): Excessive heat

Strong acids or bases, oxidizing agents.
Hazardous Decompositions or Byproducts:

Combustion may yield carbon monoxide and/or carbon dioxide.
Hazardous Polymerization: Conditions to Avoid:

Will Not Occur None
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EZC348 EZ CARNAUBA CONT'D

SECTION VI - Health Hazard Data
Route(s) of Entry: Inhalation? Yes Skin? Yes Ingestion? Yes
Health Hazards (Acute and Chronic):

Can cause eye irritation. Excessive inhalation may cause respiratory irritation. Prolonged skin contact
 may cause slight irritation. Ingestion can cause gastrointestinal irritation.

Carcinogenicity: NTP? IARC Monographs? OSHA Regulated?
Not listed Not Listed Not Listed

Signs and Symptoms of Exposure:
Irritation, redness.

Medical Conditions Generally Aggravated by Exposure:
Pre-existing skin conditions may be aggravated.

Emergency and First Aid Procedures:  
Eye: Flush with water for 15 minutes, see physician if irritation persists. Skin: Wash with soap and
water, see physician if irritation persists. Inhalation: Remove to fresh air. Ingestions: Do not induce
vomiting, call physician.

SECTION VII - Precautions for Safe Handling and Use
Steps to be taken in case material is released or spilled:

Use absorbent material to collect and contain for disposal. Wash spill area with soap  and water.
Wasted disposal method:

In accordance with Federal, State and local regulations.
Precautions to be taken in handling and storing:

Avoid strong oxidizing materials. Store in well ventilated area. Keep containers closed when not in use.
Do not store near heat or oen flame.

Other Precautions:
Keep out of the reach of children. Do not get in eyes or on skin.

SECTION VIII - Control Measures
Respiratory Protection (Specify Type):

Dust mask, use SCBA when exposure levels are exceeded.
Ventilation:

Local Exhaust:
Mechanical: Recommended

Other Protective Clothing:
None required in normal use.

Work Hygienic Practices:
Observe good housekeeping practices.

Eye Protection:
Approved Safety Glasses 

Protective Gloves:
Rubber or Neoprene
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MATERIAL SAFETY DATA SHEET Hazard Rating NFPA
May be used to comply with OSHA's 4-Extreme Toxicity 1
Hazard Communication Standard, 29 3-High Fire 0
CFR 1910,1200.  Standard must be 2-Moderate Reactivity 0
consulted for specific requirements. 1-Slight Special

0-Insignificant
IDENTITY As Used on Label and List
FLG146 FALLOUT REMOVER Date Prepared: 05/07/07
SECTION I
Manufacturer's Name Emergency Telephone Number

B&B Blending, Inc. 1-800-535-5053 Infotrac
Address (Number, Street, City, State, Zip Code) Telephone Number for Information

5285 Fox Street, Unit B 1-800-875-6320
Denver, CO 80216

SECTION II - Hazardous Ingredients/Identity Information
Hazardous Components 
(Specific Chemical Identity; Common Name(s)) OSHA PEL ACGIH TLV Other % 
Oxalic Acid CAS# 144-62-7 1 mg/m3 375mg/kg (rat)
SECTION III - Physical/Chemical Characteristics
Boiling Point: Specific Gravity (Water=1):

UNK >1
Vapor Pressure (mm Hg.): Melting Point:

ND NA
Vapor Density (Air=1): Evaporation Rate (Butyl Acetate=1):

ND NA
Appearance and Odor: Solubility in Water:

Hazy Liquid/Acidic Odor Complete
SECTION IV - Fire and Explosion Hazard Data
Flash Point (Method Used): Flammable Limits LEL UEL

Material does not exhibit a flash point. NA NA
Extinguishing Media:

Use water spray, dry chemical, alcohol resistant foam, or carbon dioxide.
Special Fire Fighting Method:

Use self-contained breathing apparatus and appropriate equipment for an irriation material.
Unusual Fire and Explosion Hazards:

May produce hazardous irritating gas including formic acid, carbon monoxide and carbon dioxide.
Contain runoff from entering stream or water systems.

SECTION V - Reactivity Data
Stability: Conditions to avoid:

Stable
Incompatibility(Materials to Avoid):

Strong alkalis, bleach compunds, oxidizers
Hazardous Decompositions or Byproducts:

Thermal decomposition on buring may produce toxic vapors.
Hazardous Polymerization: Conditions to Avoid:

Will Not Occur
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FLG146 FALLOUT REMOVER Cont'd

SECTION VI - Health Hazard Data
Route(s) of Entry: Inhalation? Yes Skin? Yes Ingestion? Yes
Health Hazards (Acute and Chronic):

Keep off skin. Eye: Moderately irritating on Draize test. 
May cause burn. Inhalation: Causes severe irritation. Skin: May cause severe chemical burns
which may not be immediately apparent. Ingestion: May cause severe burns to the gastrointestinal
tract. Absorption of fluoride may cause death. May aggravate existing skin or respiratory ailments.

Carcinogenicity: NTP? IARC Monographs? OSHA Regulated?
Not Listed Not Listed Not Listed

Signs and Symptoms of Exposure:
Skin and eyes:  May cause severe irritaion or burns. Ingestion:  Can cause burns to mouth, throat and
stomach, can ause sytemic effects due to removal of calcium from blood.  Kidney damage is possible.

Medical Conditions Generally Aggravated by Exposure:
Aggravate existing skin ailments.

Emergency and First Aid Procedures:  

SECTION VII - Precautions for Safe Handling and Use
Steps to be taken in case material is released or spilled:

Contain spill.  Remove with inert absorbent material.  Wash spill area with water.
Wasted disposal method:

In accordance with Federal, State and local regulations.
Precautions to be taken in handling and storing:

Wash thoroughly after handling.  Keep container closed when not in use.  Store away from food and food 
products.

Other Precautions:
Store away from strong alkalis. Avoid contact with skin or any body parts or clothing that could absorb
product.

SECTION VIII - Control Measures
Respiratory Protection (Specify Type):

None required if adequate ventilation is maintained; otherwise, a NIOSH/MSHA approved organic vapor 
full face respirator is advised.

Ventilation:
Local Exhaust: Adequate

Protective Gloves:
Rubber or Neoprene

Eye Protection:
Approved Safety Glasses with side shields.

Protective Clothing:
Eye wash and safety shower should be available.

Work Hygienic Practices:
Do not get in eyes, on skin or on clothing.  Use only with adequate ventilation.

Skin:  Wash with large amounts of water for 15-20 minutes.  If irritation is observed, call a physician.  
Eyes:  Immediately flush while lifting eyelids with large amounts of water for 15-20 minutes.  Ingestion:  
DO NOT INDUCE VOMITING.  Never give anything by mouth to an unconscious victim.  Give water or 
milk to dilute stomach contents.  Seek medical attention immediately.  Note:  Oxalic acid removes 
calcium from the blood, renal tubules become obstructed by calcium oxalate and may cause kidney 
damage
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MATERIAL SAFETY DATA SHEET Hazard Rating NFPA
May be used to comply with OSHA's 4-Extreme Toxicity 1
Hazard Communication Standard, 29 3-High Fire 2
CFR 1910,1200.  Standard must be 2-Moderate Reactivity 0
consulted for specific requirements. 1-Slight Special

0-Insignificant
IDENTITY As Used on Label and List
VOC403 FOAM PAD POLISH Date Prepared: 04/26/08
SECTION I
Manufacturer's Name Emergency Telephone Number

B&B Blending, Inc. 1-800-535-5053 Infotrac
Address (Number, Street, City, State, Zip Code) Telephone Number for Information

5285 Fox Street, Unit B 1-800-875-6320
Denver, CO 80216

SECTION II - Hazardous Ingredients/Identity Information
Hazardous Components 
(Specific Chemical Identity; Common Name(s)) OSHA PEL ACGIH TLV Other % 
Odorless Mineral Spirits CAS# 64742-48-9 100 ppm TWA 500 ppm TWA

200 ppg STEL
SECTION III - Physical/Chemical Characteristics
Boiling Point: Specific Gravity (Water=1):

220°F 0.9916
Vapor Pressure (mm Hg.): Melting Point:

NA NA
Vapor Density (Air=1): Evaporation Rate (Butyl Acetate=1):

>1 1
Appearance and Odor: Solubility in Water:

Black/Blue Creamy Liquid 90.00%
SECTION IV - Fire and Explosion Hazard Data
Flash Point (Method Used): Flammable Limits LEL UEL

160°F TCC Method ND ND
Extinguishing Media:

Carbon dioxide, water foam.
Special Fire Fighting Method:

SCBA should be used in fighting fires involving chemicals.
Unusual Fire and Explosion Hazards:

None known.
SECTION V - Reactivity Data
Stability: Conditions to avoid: Excessive heat

Stable
Incompatibility(Materials to Avoid):

Strong acids or bases, oxidizing agents.
Hazardous Decompositions or Byproducts:

Combustion may yield carbon monoxide and/or carbon dioxide.
Hazardous Polymerization: Conditions to Avoid:

Will Not Occur None
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VOC403 FOAM PAD POLISH CONT'D

SECTION VI - Health Hazard Data
Route(s) of Entry: Inhalation? Yes Skin? Yes Ingestion? Yes
Health Hazards (Acute and Chronic):

Can cause eye irritation. Excessive inhalation may cause respiratory irritation. Prolonged skin contact
 may cause slight irritation. Ingestion can cause gastrointestinal irritation.

Carcinogenicity: NTP? IARC Monographs? OSHA Regulated?
Not listed Not Listed Not Listed

Signs and Symptoms of Exposure:
Irritation, redness.

Medical Conditions Generally Aggravated by Exposure:
Pre-existing skin conditions may be aggravated.

Emergency and First Aid Procedures:  
Eye: Flush with water for 15 minutes, see physician if irritation persists. Skin: Wash with soap and
water, see physician if irritation persists. Inhalation: Remove to fresh air. Ingestions: Do not induce
vomiting, call physician.

SECTION VII - Precautions for Safe Handling and Use
Steps to be taken in case material is released or spilled:

Use absorbent material to collect and contain for disposal. Wash spill area with soap  and water.
Wasted disposal method:

In accordance with Federal, State and local regulations.
Precautions to be taken in handling and storing:

Avoid strong oxidizing materials. Store in well ventilated area. Keep containers closed when not in use.
Do not store near heat or oen flame.

Other Precautions:
Keep out of the reach of children. Do not get in eyes or on skin.

SECTION VIII - Control Measures
Respiratory Protection (Specify Type):

Dust mask, use SCBA when exposure levels are exceeded.
Ventilation: Local Exhaust: Special:

Mechanical: Recommended Other:
Protective Gloves: Eye Protection:

Rubber or Neoprene Approved Safety Glasses 
Other Protective Clothing:

None required in normal use.
Work Hygienic Practices:

Observe good housekeeping practices.
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MATERIAL SAFETY DATA SHEET FOAM PAD POLISH
SECTION 1: PRODUCT AND COMPANY IDENTIFICATION
PRODUCT NAME:          FOAM PAD POLISH MANUFACTURER:         B&B Blending, Inc.
SYNONYMS:                  NA ADDRESS:                     5285 Fox Street, Unit B
PRODUCT CODES:       VOC 403 Denver Colorado 80216 USA
PRODUCT USE:             Vehicle Polish TOLL-FREE PHONE:   800-875-6320

COLORADO CALLS:              303-289-6320
PREPARED BY:              Robert Blahnik FAX PHONE:                   303-289-6325
DATE PREPARED:  24 HOUR EMERGENCY USA/CANADA:   INFOTRAC 1-800-535-5053

24 HOUR EMERGENCY INTERNATIONAL:   INFOTRAC 1-352-323-3500

SECTION 2: COMPOSITION / INFORMATION ON INGREDIENTS

HAZARDOUS INGREDIENT: CAS NO: % WT:

Mineral Spirits Aliphatics 64742-48-9 10-15%

Octamethylcyclotetrasiloxane 556-67-2 <2%

SECTION 3: HAZARDS IDENTIFICATION
EMERGENCY OVERVIEW: Combustible. Ingestion may be harmful

ROUTE(S) OF ENTRY: INHALATION: Yes SKIN: Yes INGESTION: Yes EYES: Yes

POTENTIAL HEALTH EFFECTS INHALATION: Vapors - Irritant SKIN: Irritant INGESTION: Harmful EYES: Irritant

ACUTE HEALTH HAZARDS: Prolonged skin contact may cause slight irritation.  Can cause eye irritation.

Ingestion can cause gastrointestinal irritation and harm.  Excessive inhalation may cause respiratory irritation. 

CHRONIC HEALTH HAZARDS: Irritation, headache, nausea, vomiting, central nervous system depression.

MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE:May aggravate pre-existing skin conditions.

CARCINOGENICITY OSHA: Not Listed ACGIH: Not Listed NTP: Not listed IARC: Not Listed OTHER:

SECTION 4:  FIRST AID MEASURES
EYES: Flush with water, especially under eyelids, for at least 15 minutes. Call physician. 

SKIN: Wash with soap and water, see physician if irritation persists.

INHALATION: Remove to fresh air, give oxygen if needed.  

INGESTION: Do not induce vomiting. Get medical attention immediately.  

NOTES TO PHYSICIANS OR FIRST AID PROVIDERS: None beyond listed above

SECTION 5: FIRE-FIGHTING MEASURES
FLAMMABLE LIMITS IN AIR (% BY VOLUME) UPPER:  LOWER:  

FLASH POINT: 132 F 55 C METHOD USED: TCC AUTOIGNITION TEMPERATURE: F C

NFPA HAZARD CLASSIFICATION: TOXICITY: 1 FLAMMABILITY: 2 REACTIVITY: 0 OTHER:

HMIS HAZARD CLASSIFICATION: HEALTH: 1 FLAMMABILITY: 2 REACTIVITY: 0 PROTECTION:

EXTINGUISHING MEDIA: Foam, carbon dioxide, dry chemical

SPECIAL FIRE FIGHTING PROCEDURES: Cool fire exposed containers with water.

UNUSUAL FIRE AND EXPLOSION HAZARDS: See hazardous decompositions

HAZARDOUS DECOMPOSITION PRODUCTS:

Carbon monoxide and other inidentified organic compounds may be released during combustion.
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Components not listed are either non-hazardous or in concentrations of less than 1%
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